
FLANGES and FITTINGS
ULTRA-HIGH VACUUM COMPONENTS

13355 Nevada City Avenue
Grass Valley, CA. 95945
Toll Free:      
Local:           
FAX:
Sales email:  vacman@huntvac.com
Website:      www.huntvac.com             

800-227-8059
530-273-4135
530-273-4165

 CATALOG 1   02.16    U.S. List Pricing

RHuntington
Mechanical Labs, Inc.

Huntington
Mechanical Labs, Inc.



SecƟon 

1 

www.huntvac.com        800‐227‐8059      vacman@huntvac.com  1      

THIS SECTION: FLANGES, FITTINGS, HARDWARE & HYBRID ADAPTERS 

VAC‐U‐FLANGE® FLANGES  (CF style), includes Hardware and Gaskets  3 

SPECIALTY VAC‐U‐FLANGE® FLANGES ‐ Double‐Sided, Zero‐Length and MulƟport  16 

VAC‐U‐FLANGE® FITTINGS  (CF style)  19 

SMALL SPEED FLANGES,  compaƟble with KF, NW and QF style Flanges  24 

SMALL SPEED FITTINGS  (KF style)  31 

LARGE SPEED FLANGE, compaƟble with ISO, QF, LF and MF style Flanges  36 

LARGE SPEED FITTINGS  (ISO style)  39 

ITEM  PAGE 

HYBRID ADAPTERS……..mates variaƟons of CF, KF and ISO styles  44 

FLANGES 



SecƟon 

1 

2  www.huntvac.com        800‐227‐8059      vacman@huntvac.com 

FLANGES - VAC-U-FLANGE® 

VAC‐U‐FLANGE® FLANGES  (CF‐Style) 
Available in solid (non‐rotatable) and mulƟ‐piece (rotatable) styles, as well as double‐sided and zero‐length adapter 
versions.  Typically used in ultra‐high vacuum applicaƟons,  VAC‐U‐FLANGE® flanges are   designed to conform to    in‐
dustry standard knife edge seal style flanges and are compaƟble with MDC , Conflat® and flanges from other      manu‐
facturers.  HunƟngton flanges meet or exceed industry standards for form, fit & funcƟon.  

Always Ɵghten bolts in a  
“star” paƩern as shown 

below 
 

Common Torque Specs: 
8‐32:          7 lb.‐Ō. 
1/4‐28:    12 lb.‐Ō. 
5/16‐24:  15 lb.‐Ō. 
3/8‐24:     26 lb.‐Ō. 

VAC‐U‐FLANGE® 
CONFLAT®, CF,    

DEL‐SEAL 
0.75 ‐ 16.00  16 ‐ 400  10‐13  TORR  <450°C  OFE COPPER  UHV 

KF  KF, NW, QF  0.75 ‐ 2.00  16 ‐ 50  10‐8  TORR  <200°C  VITON®  ROUGHING 

ISO  ISO, QF, LF, MF  2.50 ‐ 24.00  250 ‐ 630  10‐8  TORR  <200°C  VITON®  HIGH VAC. 

HUNTINGTON 
FLANGE TYPE 

COMPATIBLE WITH 
TUBE SIZES  

(U.S.) 
TUBE SIZES  
(METRIC) 

VACUUM 
RANGE 

BAKE OUT 
RANGE 

GASKET  
MATERIAL 

APPLICATION 

FLANGE STYLES and APPLICATIONS 

           BLANK              BORED      DOUBLE‐SIDED       ZERO‐LENGTH 

Styles 
BLANK: For sealing un‐used ports in a chamber, mulƟ‐port 
fiƫng, etc.  Available as Rotatable or Non‐Rotatable. 
BORED:  Mates to tubing to allow connecƟons between 
chambers, fiƫngs, etc.  Also available in  Rotatable and 
Non‐Rotatable. 
DOUBLE‐SIDED: Sealing surfaces on both sides for close 
coupled connecƟons. 
ZERO‐LENGTH: For maƟng two different sizes of flanges in 
a zero‐length configuraƟon. 

Anatomy of the VAC‐U‐FLANGE®  System 

ROTATABLE FLANGE  NON‐ROTATABLE FLANGE 

METAL GASKET 

THE “KNIFE‐EDGE” OF THE 
FLANGE ENGAGES THE SOFT 
METAL GASKET TO PROVIDE A 
SEAL CAPABLE OF ULTRA‐HIGH 
VACUUM SPECIFICATIONS 
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DESCRIPTION  PKG. QTY. 
WEIGHT   
(lbs.) 

PART         
NUMBER 

OFE COPPER GASKET KIT  10  0.85  G‐133 

OFE COPPER GASKET (single)  1  0.25  G‐133‐I 

VITON® GASKET KIT (rubber)  5  0.25  GV‐133 

OFE COPPER BLANK GASKET KIT  10  1.00  GS‐133 

SOCKET HEAD CAP SCREW BOLT KIT     (REG., 8‐32 x 3/4)  25  1.00  B‐133 

SOCKET HEAD CAP SCREW BOLT KIT     (TAP., 8‐32 x 9/16)  25  1.00  B‐133‐T 

HEX NUTS KIT  (8‐32)  25  0.25  B‐133‐N 

MINI PLATE KIT  (8‐32)  12  0.25  BNP‐133‐12 

Other gasket materials (Aluminum, etc.) and coaƟngs (silver‐plate, etc.) available upon request.   Please call for quote. 

  Assembly Hardware & Gaskets 

NON‐ROTATABLE  ROTATABLE 

*133‐075 ONLY *133‐075 ONLY 

NOM OD       
“A” 

FLANGE OD 
BOLT CIRCLE  

“B” 
THICKNESS     

“C” 
BLANK WHT. 

(lbs.) 
BORED WHT. 

(lbs.) 
NO. OF BOLT 

HOLES 
CLEARANCE 
HOLES (dia.) 

TAPPED HOLES 
(thrd.) 

1‐1/3”  1.33”  1.06”  0.29”  0.25  0.25  6  0.17”  8‐32 

SET BACK 
“D” 

.046” 

11/3” O.D. VAC-U-FLANGE® 

NON‐ROTATABLE FLANGE 
(HOLE TYPE) 

BORED 
FOR TUBE 

PART NUMBER 
  

 

 

ROTATABLE FLANGE  
(HOLE TYPE) 

BORED  
FOR TUBE 

PART NUMBER 

BLANK (CLEARANCE)  ‐  133‐000  BLANK (CLEARANCE)  ‐  133‐000‐R 

BORED (CLEARANCE)  1/4”  133‐025  BORED (CLEARANCE)  1/4”  133‐025‐R 

BORED (CLEARANCE)  3/8”  133‐037  BORED (CLEARANCE)  3/8”  133‐037‐R 

BORED (CLEARANCE)  1/2”  133‐050  BORED (CLEARANCE)  1/2”  133‐050‐R 

BORED (CLEARANCE)  3/4”  133‐075*  BORED (CLEARANCE)  3/4”  133‐075‐R* 

BLANK (TAPPED)  ‐  133‐000‐T  BLANK (TAPPED)  ‐  133‐000‐RT 

BORED (TAPPED)  1/4”  133‐025‐T  BORED (TAPPED)  1/4”  133‐025‐RT 

BORED (TAPPED)  3/8”  133‐037‐T  BORED (TAPPED)  3/8”  133‐037‐RT 

BORED (TAPPED)  1/2”  133‐050‐T  BORED (TAPPED)  1/2”  133‐050‐RT 

BORED (TAPPED)  3/4”  133‐075‐T*  BORED (TAPPED)  3/4”  133‐075‐RT* 
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NON‐ROTATABLE  ROTATABLE 

NOM OD       
“A” 

FLANGE OD 
BOLT CIRCLE  

“B” 
THICKNESS     

“C” 
BLANK WHT. 

(lbs.) 
BORED WHT. 

(lbs.) 
NO. OF BOLT 

HOLES 
CLEARANCE 
HOLES (dia.) 

TAPPED HOLES 
(thrd.) 

2‐1/8”  2.12”  1.63”  .470”  0.50  0.50  4  .27”  1/4‐28 

SET BACK 
“D” 

.170” 

2 1/8” O.D. VAC-U-FLANGE® 

NON‐ROTATABLE FLANGE 
(HOLE TYPE) 

BORED 
FOR TUBE 

PART NUMBER   
ROTATABLE FLANGE  

(HOLE TYPE) 
BORED  

FOR TUBE 
PART NUMBER 

BLANK (CLEARANCE)  ‐  212‐000    BLANK (CLEARANCE)  ‐  212‐000‐R 

BORED (CLEARANCE)  3/4”  212‐075    BORED (CLEARANCE)  3/4”  212‐075‐R 

BORED (CLEARANCE)  1”  212‐100    BORED (CLEARANCE)  1”  212‐100‐R 

BLANK (TAPPED)  ‐  212‐000‐T    BLANK (TAPPED)  ‐  212‐000‐RT 

BORED (TAPPED)  3/4”  212‐075‐T    BORED (TAPPED)  3/4”  212‐075‐RT 

BORED (TAPPED)  1”  212‐100‐T    BORED (TAPPED)  1”  212‐100‐RT 

DESCRIPTION  PKG. QTY. 
WEIGHT   
(lbs.) 

PART         
NUMBER 

OFE COPPER GASKET KIT  10  1.00  G‐212 

OFE COPPER GASKET (single)  1  0.25  G‐212‐I 

VITON® GASKET KIT (rubber)  5  0.25  GV‐212 

OFE COPPER BLANK GASKET KIT  10  1.00  GS‐212 

HEX HEAD BOLT KIT  (REGULAR, 1/4‐28 x 1 3/8)  25  1.00  B‐212 

HEX HEAD BOLT KIT  (TAPPED, 1/4‐28 x 1)  25  1.00  B‐212‐T 

12‐POINT BOLT KIT  (REGULAR, 1/4‐28 x 1 1/4)  25  0.25  B‐212‐12 

12‐POINT BOLT KIT  (TAPPED, 1/4‐28 x 7/8)  25  0.25  B‐212‐T‐12 
Other gasket materials (Aluminum, etc.) and coaƟngs (silver‐plate, etc.) available upon request.   Please call for quote. 

  Assembly Hardware & Gaskets 
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2 3/4” O.D. VAC-U-FLANGE® 

NON‐ROTATABLE FLANGE 
(HOLE TYPE) 

BORED 
FOR TUBE 

PART NUMBER 
ROTATABLE FLANGE  

(HOLE TYPE) 
BORED  

FOR TUBE 
PART NUMBER 

BLANK (CLEARANCE)  ‐  275‐000  BLANK (CLEARANCE)  ‐  275‐000‐R 

BORED (CLEARANCE)  1/4”  275‐025  BORED (CLEARANCE)  1/4”  275‐025‐R 

BORED (CLEARANCE)  1/2”  275‐050  BORED (CLEARANCE)  1/2”  275‐050‐R 

BORED (CLEARANCE)  3/4”  275‐075  BORED (CLEARANCE)  3/4”  275‐075‐R 

BORED (CLEARANCE)  1”  275‐100  BORED (CLEARANCE)  1”  275‐100‐R 

BORED (CLEARANCE)  1‐1/4”  275‐125  BORED (CLEARANCE)  1‐1/4”  275‐125‐R 

BORED (CLEARANCE)  1‐1/2”  275‐150  BORED (CLEARANCE)  1‐1/2”  275‐150‐R 

BLANK (TAPPED)  ‐  275‐000‐T  BLANK (TAPPED)  ‐  275‐000‐RT 

BORED (TAPPED)  1/4”  275‐025‐T  BORED (TAPPED)  1/4”  275‐025‐RT 

BORED (TAPPED)  1/2”  275‐050‐T  BORED (TAPPED)  1/2”  275‐050‐RT 

BORED (TAPPED)  3/4”  275‐075‐T  BORED (TAPPED)  3/4”  275‐075‐RT 

BORED (TAPPED)  1”  275‐100‐T  BORED (TAPPED)  1”  275‐100‐RT 

BORED (TAPPED)  1‐1/4”  275‐125‐T  BORED (TAPPED)  1‐1/4”  275‐125‐RT 

BORED (TAPPED)  1‐1/2”  275‐150‐T  BORED (TAPPED)  1‐1/2”  275‐150‐RT 

 

NON‐ROTATABLE  ROTATABLE 

NOM OD       
“A” 

FLANGE OD 
BOLT CIRCLE  

“B” 
THICKNESS     

“C” 
BLANK WHT. 

(lbs.) 
BORED WHT. 

(lbs.) 
NO. OF BOLT 

HOLES 
CLEARANCE 
HOLES (dia.) 

TAPPED HOLES 
(thrd.) 

2‐3/4”  2.75”  2.31”  .500”  1.00  0.75  6  .27”  1/4‐28 

SET BACK 
“D” 

.209” 

DESCRIPTION  PKG. QTY. 
WEIGHT   
(lbs.) 

PART         
NUMBER 

OFE COPPER GASKET KIT  10  1.25  G‐275 

OFE COPPER GASKET (single)  1  0.25  G‐275‐I 

VITON® GASKET KIT (rubber)  5  0.75  GV‐275 

OFE COPPER BLANK GASKET KIT  10  1.00  GS‐275 

HEX HEAD BOLT KIT  (REGULAR, 1/4‐28 x 1 3/8)  25  1.00  B‐275 

HEX HEAD BOLT KIT  (TAPPED, 1/4‐28 x 1)  25  1.00  B‐275‐T 

12‐POINT BOLT KIT  (REGULAR, 1/4‐28 x 1 1/4)  25  1.00  B‐275‐12 

12‐POINT BOLT KIT  (TAPPED, 1/4‐28 x 7/8)  25  1.00  B‐275‐T‐12 

NUT PLATE KIT  (1/4‐28)  3  1.00  BNP‐275 

Other gasket materials (Aluminum, etc.) and coaƟngs (silver‐plate, etc.) available upon request.   Please call for quote. 

  Assembly Hardware & Gaskets 
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3 3/8” O.D. VAC-U-FLANGE® 

NON‐ROTATABLE FLANGE 
(HOLE TYPE) 

BORED 
FOR TUBE 

PART NUMBER 

 

ROTATABLE FLANGE  
(HOLE TYPE) 

BORED  
FOR TUBE 

PART NUMBER 

BLANK (CLEARANCE)  ‐  337‐000  BLANK (CLEARANCE)  ‐  337‐000‐R 

BORED (CLEARANCE)  1‐1/2”  337‐150  BORED (CLEARANCE)  1‐1/2”  337‐150‐R 

BORED (CLEARANCE)  2”  337‐200  BORED (CLEARANCE)  2”  337‐200‐R 

BLANK (TAPPED)  ‐  337‐000‐T  BLANK (TAPPED)  ‐  337‐000‐RT 

BORED (TAPPED)  1‐1/2”  337‐150‐T  BORED (TAPPED)  1‐1/2”  337‐150‐RT 

BORED (TAPPED)  2”  337‐200‐T  BORED (TAPPED)  2”  337‐200‐RT 

NON‐ROTATABLE  ROTATABLE 

NOM OD       
“A” 

FLANGE OD 
BOLT CIRCLE  

“B” 
THICKNESS     

“C” 
BLANK WHT. 

(lbs.) 
BORED WHT. 

(lbs.) 
NO. OF BOLT 

HOLES 
CLEARANCE 
HOLES (dia.) 

TAPPED HOLES 
(thrd.) 

3 3/8”  3.375”  2.85”  .620”  1.50  1.00  8  .33”  5/16‐24 

SET BACK 
“D” 

.220” 

DESCRIPTION  PKG. QTY. 
WEIGHT   
(lbs.) 

PART         
NUMBER 

OFE COPPER GASKET KIT  10  1.50  G‐337 

OFE COPPER GASKET (single)  1  0.25  G‐337‐I 

VITON® GASKET KIT (rubber)  1  0.75  GV‐337 

HEX HEAD BOLT KIT  (REGULAR, 5/16‐24 x 1 3/4)  25  1.00  B‐337 

HEX HEAD BOLT KIT  (TAPPED, 5/16‐24 x 1 1/4)  25  1.00  B‐337‐T 

12‐POINT BOLT KIT   (REGULAR, 5/16‐24 x 1 3/4)  25  1.00  B‐337‐12 

12‐POINT BOLT KIT   (TAPPED, 5/16‐24 x 1 1/4)  25  1.00  B‐337‐T‐12 

 

 

Other gasket materials (Aluminum, etc.) and coaƟngs (silver‐plate, etc.) available upon request.   Please call for quote. 

  Assembly Hardware & Gaskets 
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NON‐ROTATABLE FLANGE 
(HOLE TYPE) 

BORED 
FOR TUBE 

PART NUMBER 

 

ROTATABLE FLANGE  
(HOLE TYPE) 

BORED  
FOR TUBE 

PART NUMBER 

BLANK (CLEARANCE)  ‐  450‐000  BLANK (CLEARANCE)  ‐  450‐000‐R 

BORED (CLEARANCE)  1‐1/2”  450‐150  BORED (CLEARANCE)  1‐1/2”  450‐150‐R 

BORED (CLEARANCE)  2”  450‐200  BORED (CLEARANCE)  2”  450‐200‐R 

BORED (CLEARANCE)  2‐1/2”  450‐250  BORED (CLEARANCE)  2‐1/2”  450‐250‐R 

BLANK (TAPPED)  ‐  450‐000‐T  BLANK (TAPPED)  ‐  450‐000‐RT 

BORED (TAPPED)  1‐1/2”  450‐150‐T  BORED (TAPPED)  1‐1/2”  450‐150‐RT 

BORED (TAPPED)  2”  450‐200‐T  BORED (TAPPED)  2”  450‐200‐RT 

BORED (TAPPED)  2‐1/2”  450‐250‐T  BORED (TAPPED)  2‐1/2”  450‐250‐RT 

NON‐ROTATABLE  ROTATABLE 

NOM OD       
“A” 

FLANGE OD 
BOLT CIRCLE  

“B” 
THICKNESS     

“C” 
BLANK WHT. 

(lbs.) 
BORED WHT. 

(lbs.) 
NO. OF BOLT 

HOLES 
CLEARANCE 
HOLES (dia.) 

TAPPED HOLES 
(thrd.) 

4‐1/2”  4.50”  3.63”  .680”  3.00  2.00  8  .33”  5/16‐24 

SET BACK 
“D” 

.375” 

DESCRIPTION  PKG. QTY. 
WEIGHT   
(lbs.) 

PART         
NUMBER 

OFE COPPER GASKET KIT  10  1.50  G‐450 

OFE COPPER GASKET (single)  1  0.25  G‐450‐I 

VITON® GASKET KIT (rubber)  1  0.75  GV‐450 

HEX HEAD BOLT KIT  (REGULAR, 5/16‐24 x 2)  25  2.00  B‐450 

HEX HEAD BOLT KIT  (TAPPED, 5/16‐24 x 1 1/4)  25  2.00  B‐450‐T 

12‐POINT BOLT KIT   (REGULAR, 5/16‐24 x 2)  25  2.00  B‐450‐12 

12‐POINT BOLT KIT   (TAPPED, 5/16‐24 x 1 1/4)  25  2.00  B‐450‐T‐12 

NUT PLATE KIT  4  1.50  BNP‐450 

         

Other gasket materials (Aluminum, etc.) and coaƟngs (silver‐plate, etc.) available upon request.   Please call for quote. 

  Assembly Hardware & Gaskets 

4 1/2” O.D. VAC-U-FLANGE® 
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4 5/8” O.D. VAC-U-FLANGE® 

NON‐ROTATABLE FLANGE 
(HOLE TYPE) 

BORED 
FOR TUBE 

PART NUMBER 

 

ROTATABLE FLANGE  
(HOLE TYPE) 

BORED  
FOR TUBE 

PART NUMBER 

BLANK (CLEARANCE)  ‐  462‐000  BLANK (CLEARANCE)  ‐  462‐000‐R 

BORED (CLEARANCE)  2‐1/2”  462‐250  BORED (CLEARANCE)  2‐1/2”  462‐250‐R 

BORED (CLEARANCE)  3”  462‐300  BORED (CLEARANCE)  3”  462‐300‐R 

BLANK (TAPPED)  ‐  462‐000‐T  BLANK (TAPPED)  ‐  462‐000‐RT 

BORED (TAPPED)  2‐1/2”  462‐250‐T  BORED (TAPPED)  2‐1/2”  462‐250‐RT 

BORED (TAPPED)  3”  462‐300‐T  BORED (TAPPED)  3”  462‐300‐RT 

NON‐ROTATABLE  ROTATABLE 

NOM OD       
“A” 

FLANGE OD 
BOLT CIRCLE  

“B” 
THICKNESS     

“C” 
BLANK WHT. 

(lbs.) 
BORED WHT. 

(lbs.) 
NO. OF BOLT 

HOLES 
CLEARANCE 
HOLES (dia.) 

TAPPED HOLES 
(thrd.) 

4‐5/8””  4.625”  4.03”  .750”  3.50  2.50  10  .33”  5/16‐24 

SET BACK 
“D” 

.375” 

DESCRIPTION  PKG. QTY. 
WEIGHT   
(lbs.) 

PART         
NUMBER 

OFE COPPER GASKET KIT  10  1.75  G‐462 

OFE COPPER GASKET (single)  1  0.50  G‐462‐I 

VITON® GASKET KIT (rubber)  1  0.75  GV‐462 

HEX HEAD BOLT KIT  (REGULAR, 5/16‐24 x 2 1/4)  25  2.00  B‐462 

HEX HEAD BOLT KIT  (TAPPED, 5/16‐24 x 1 1/4)  25  2.00  B‐462‐T 

12‐POINT BOLT KIT   (REGULAR, 5/16‐24 x 2 1/4)  25  2.00  B‐462‐12 

12‐POINT BOLT KIT   (TAPPED, 5/16‐24 x 1 1/4)  25  2.00  B‐462‐T‐12 

         

         

Other gasket materials (Aluminum, etc.) and coaƟngs (silver‐plate, etc.) available upon request.   Please call for quote. 

  Assembly Hardware & Gaskets 
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6” O.D. VAC-U-FLANGE® 

NON‐ROTATABLE FLANGE 
(HOLE TYPE) 

BORED 
FOR TUBE 

PART NUMBER 

 

ROTATABLE FLANGE  
(HOLE TYPE) 

BORED  
FOR TUBE 

PART NUMBER 

BLANK (CLEARANCE)  ‐  600‐000  BLANK (CLEARANCE)  ‐  600‐000‐R 

BORED (CLEARANCE)  4”  600‐400  BORED (CLEARANCE)  4”  600‐400‐R 

BLANK (TAPPED)  ‐  600‐000‐T  BLANK (TAPPED)  ‐  600‐000‐RT 

BORED (TAPPED)  4”  600‐400‐T  BORED (TAPPED)  4”  600‐400‐RT 

NON‐ROTATABLE  ROTATABLE 

NOM OD       
“A” 

FLANGE OD 
BOLT CIRCLE  

“B” 
THICKNESS     

“C” 
BLANK WHT. 

(lbs.) 
BORED WHT. 

(lbs.) 
NO. OF BOLT 

HOLES 
CLEARANCE 
HOLES (dia.) 

TAPPED HOLES 
(thrd.) 

6”  6.00”  5.13”  .780”  5.50  3.50  16  .33”  5/16‐24 

SET BACK 
“D” 

.437” 

DESCRIPTION  PKG. QTY. 
WEIGHT   
(lbs.) 

PART         
NUMBER 

OFE COPPER GASKET KIT  10  2.00  G‐600 

OFE COPPER GASKET (single)  1  0.25  G‐600‐I 

VITON® GASKET KIT (rubber)  1  0.75  GV‐600 

HEX HEAD BOLT KIT  (REGULAR, 5/16‐24 x 2 1/4)  25  2.00  B‐600 

HEX HEAD BOLT KIT  (TAPPED, 5/16‐24 x 1 1/4)  25  2.00  B‐600‐T 

12‐POINT BOLT KIT   (REGULAR, 5/16‐24 x 2 1/4)  25  2.00  B‐600‐12 

12‐POINT BOLT KIT   (TAPPED, 5/16‐24 x 1 1/4)  25  2.00  B‐600‐T‐12 

NUT PLATE KIT  (5/16‐24)  8  2.00  BNP‐600 

         

Other gasket materials (Aluminum, etc.) and coaƟngs (silver‐plate, etc.) available upon request.   Please call for quote. 

  Assembly Hardware & Gaskets 
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6 3/4” O.D. VAC-U-FLANGE® 

NON‐ROTATABLE FLANGE 
(HOLE TYPE) 

BORED 
FOR TUBE 

PART NUMBER 

 

ROTATABLE FLANGE  
(HOLE TYPE) 

BORED  
FOR TUBE 

PART NUMBER 

BLANK (CLEARANCE)  ‐  675‐000  BLANK (CLEARANCE)  ‐  675‐000‐R 

BORED (CLEARANCE)  4”  675‐400  BORED (CLEARANCE)  4”  675‐400‐R 

BORED (CLEARANCE)  5”  675‐500  BORED (CLEARANCE)  5”  675‐500‐R 

BLANK (TAPPED)  ‐  675‐000‐T  BLANK (TAPPED)  ‐  675‐000‐RT 

BORED (TAPPED)  4”  675‐400‐T  BORED (TAPPED)  4”  675‐400‐RT 

BORED (TAPPED)  5”  675‐500‐T  BORED (TAPPED)  5”  675‐500‐RT 

NON‐ROTATABLE  ROTATABLE 

NOM OD       
“A” 

FLANGE OD 
BOLT CIRCLE  

“B” 
THICKNESS     

“C” 
BLANK WHT. 

(lbs.) 
BORED WHT. 

(lbs.) 
NO. OF BOLT 

HOLES 
CLEARANCE 
HOLES (dia.) 

TAPPED HOLES 
(thrd.) 

6‐3/4”  6.75”  5.97”  .840”  8.00  5.00  18  .33”  5/16‐24 

SET BACK 
“D” 

.480” 

DESCRIPTION  PKG. QTY. 
WEIGHT   
(lbs.) 

PART         
NUMBER 

OFE COPPER GASKET KIT  10  2.00  G‐675 

OFE COPPER GASKET (single)  1  0.25  G‐675‐I 

VITON® GASKET KIT (rubber)  1  0.75  GV‐675 

HEX HEAD BOLT KIT  (REGULAR, 5/16‐24 x 2 1/4)  25  2.50  B‐675 

HEX HEAD BOLT KIT  (TAPPED, 5/16‐24 x 1 1/2)  25  2.50  B‐675‐T 

12‐POINT BOLT KIT   (REGULAR, 5/16‐24 x 2 1/4)  25  2.50  B‐675‐12 

12‐POINT BOLT KIT   (TAPPED, 5/16‐24 x 1 1/2)  25  2.50  B‐675‐T‐12 

         

         

Other gasket materials (Aluminum, etc.) and coaƟngs (silver‐plate, etc.) available upon request.   Please call for quote. 

  Assembly Hardware & Gaskets 
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NON‐ROTATABLE FLANGE 
(HOLE TYPE) 

BORED 
FOR TUBE 

PART NUMBER 

 

ROTATABLE FLANGE  
(HOLE TYPE) 

BORED  
FOR TUBE 

PART NUMBER 

BLANK (CLEARANCE)  ‐  800‐000  BLANK (CLEARANCE)  ‐  800‐000‐R 

BORED (CLEARANCE)  6”  800‐600  BORED (CLEARANCE)  6”  800‐600‐R 

BLANK (TAPPED)  ‐  800‐000‐T  BLANK (TAPPED)  ‐  800‐000‐RT 

BORED (TAPPED)  6”  800‐600‐T  BORED (TAPPED)  6”  800‐600‐RT 

NON‐ROTATABLE  ROTATABLE 

NOM OD       
“A” 

FLANGE OD 
BOLT CIRCLE  

“B” 
THICKNESS     

“C” 
BLANK WHT. 

(lbs.) 
BORED WHT. 

(lbs.) 
NO. OF BOLT 

HOLES 
CLEARANCE 
HOLES (dia.) 

TAPPED HOLES 
(thrd.) 

8”  8.00”  7.13”  .870”  12.00  5.50  20  .33”  5/16‐24 

SET BACK 
“D” 

.500” 

DESCRIPTION  PKG. QTY. 
WEIGHT   
(lbs.) 

PART         
NUMBER 

OFE COPPER GASKET KIT  10  2.50  G‐800 

OFE COPPER GASKET (single)  1  0.25  G‐800‐I 

VITON® GASKET KIT (rubber)  1  0.75  GV‐800 

HEX HEAD BOLT KIT  (REGULAR, 5/16‐24 x 2 1/4)  25  3.00  B‐800 

HEX HEAD BOLT KIT  (TAPPED, 5/16‐24 x 1 3/4)  25  3.00  B‐800‐T 

12‐POINT BOLT KIT   (REGULAR, 5/16‐24 x 2 1/4)  25  3.00  B‐800‐12 

12‐POINT BOLT KIT   (TAPPED, 5/16‐24 x 1 3/4)  25  3.00  B‐800‐T‐12 

NUT PLATE KIT  (5/16‐24)  10  3.00  BNP‐800 

         

Other gasket materials (Aluminum, etc.) and coaƟngs (silver‐plate, etc.) available upon request.   Please call for quote. 

  Assembly Hardware & Gaskets 

8” O.D. VAC-U-FLANGE® 
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NON‐ROTATABLE FLANGE 
(HOLE TYPE) 

BORED 
FOR TUBE 

PART NUMBER 
ROTATABLE FLANGE  

(HOLE TYPE) 
BORED  

FOR TUBE 
PART NUMBER 

BLANK (CLEARANCE)  ‐  1000‐000  BLANK (CLEARANCE)  ‐  1000‐000‐R 

BORED (CLEARANCE)  8”  1000‐800  BORED (CLEARANCE)  8”  1000‐800‐R 

BLANK (TAPPED)  ‐  1000‐000‐T  BLANK (TAPPED)  ‐  1000‐000‐RT 

BORED (TAPPED)  8”  1000‐800‐T  BORED (TAPPED)  8”  1000‐800‐RT 

NON‐ROTATABLE  ROTATABLE 

NOM OD       
“A” 

FLANGE OD 
BOLT CIRCLE  

“B” 
THICKNESS     

“C” 
BLANK WHT. 

(lbs.) 
BORED WHT. 

(lbs.) 
NO. OF BOLT 

HOLES 
CLEARANCE 
HOLES (dia.) 

TAPPED HOLES 
(thrd.) 

10”  10.00”  9.13”  .970”  20.00  7.50  24  .33”  5/16‐24 

SET BACK 
“D” 

.500” 

DESCRIPTION  PKG. QTY. 
WEIGHT   
(lbs.) 

PART         
NUMBER 

OFE COPPER GASKET KIT  10  3.00  G‐1000 

OFE COPPER GASKET (single)  1  0.25  G‐1000‐I 

VITON® GASKET KIT (rubber)  1  0.75  GV‐1000 

HEX HEAD BOLT KIT  (REGULAR, 5/16‐24 x 2 1/2)  25  2.50  B‐1000 

HEX HEAD BOLT KIT  (TAPPED, 5/16‐24 x 1 3/4)  25  2.50  B‐1000‐T 

NUT PLATE KIT  (5/16‐24)  12  2.50  BNP‐1000 

NUT PLATE KIT  (5/16‐24)  24  2.50  BNP‐1000‐24 

         

         

Other gasket materials (Aluminum, etc.) and coaƟngs (silver‐plate, etc.) available upon request.   Please call for quote. 

  Assembly Hardware & Gaskets 

10” O.D. VAC-U-FLANGE® 
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NON‐ROTATABLE FLANGE 
(HOLE TYPE) 

BORED 
FOR TUBE 

PART NUMBER 

 

ROTATABLE FLANGE  
(HOLE TYPE) 

BORED  
FOR TUBE 

PART NUMBER 

BLANK (CLEARANCE)  ‐  1200‐000  BLANK (CLEARANCE)  ‐  1200‐000‐R 

BORED (CLEARANCE)  8”  1200‐1000  BORED (CLEARANCE)  8”  1200‐1000‐R 

BLANK (TAPPED)  ‐  1200‐000‐T  BLANK (TAPPED)  ‐  1200‐000‐RT 

BORED (TAPPED)  8”  1200‐1000‐T  BORED (TAPPED)  8”  1200‐1000‐RT 

NON‐ROTATABLE  ROTATABLE 

NOM OD       
“A” 

FLANGE OD 
BOLT CIRCLE  

“B” 
THICKNESS     

“C” 
BLANK WHT. 

(lbs.) 
BORED WHT. 

(lbs.) 
NO. OF BOLT 

HOLES 
CLEARANCE 
HOLES (dia.) 

TAPPED HOLES 
(thrd.) 

12”  12.00”  11.18”  .970”  37.00  15.0  32  .33”  5/16‐24 

SET BACK 
“D” 

.500” 

DESCRIPTION  PKG. QTY. 
WEIGHT   
(lbs.) 

PART         
NUMBER 

OFE COPPER GASKET KIT  10  3.00  G‐1200 

OFE COPPER GASKET (single)  1  0.25  G‐1200‐I 

VITON® GASKET KIT (rubber)  1  0.75  GV‐1200 

HEX HEAD BOLT KIT  (REGULAR, 5/16‐24 x 2 1/2)  32  2.50  B‐1200 

HEX HEAD BOLT KIT  (TAPPED, 5/16‐24 x 1 3/4)  32  2.50  B‐1200‐T 

         

         

Other gasket materials (Aluminum, etc.) and coaƟngs (silver‐plate, etc.) available upon request.   Please call for quote. 

  Assembly Hardware & Gaskets 

12” O.D. VAC-U-FLANGE® 
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13 1/4” O.D. VAC-U-FLANGE® 

NON‐ROTATABLE FLANGE 
(HOLE TYPE) 

BORED 
FOR TUBE 

PART NUMBER 
ROTATABLE FLANGE  

(HOLE TYPE) 
BORED  

FOR TUBE 
PART NUMBER 

BLANK (CLEARANCE)  ‐  1325‐000  BLANK (CLEARANCE)  ‐  1325‐000‐R 

BORED (CLEARANCE)  10”  1325‐1000  BORED (CLEARANCE)  10”  1325‐1000‐R 

BORED (CLEARANCE)  10‐3/4”  1325‐1075  BORED (CLEARANCE)  10‐3/4”  1325‐1075‐R 

BLANK (TAPPED)  ‐  1325‐000‐T  BLANK (TAPPED)  ‐  1325‐000‐RT 

BORED (TAPPED)  10”  1325‐1000‐T  BORED (TAPPED)  10”  1325‐1000‐RT 

BORED (TAPPED)  10‐3/4”  1325‐1075‐T  BORED (TAPPED)  10‐3/4”  1325‐1075‐RT 

NON‐ROTATABLE  ROTATABLE 

NOM OD       
“A” 

FLANGE OD 
BOLT CIRCLE  

“B” 
THICKNESS     

“C” 
BLANK WHT. 

(lbs.) 
BORED WHT. 

(lbs.) 
NO. OF BOLT 

HOLES 
CLEARANCE 
HOLES (dia.) 

TAPPED HOLES 
(thrd.) 

13‐1/4”  13.25”  12.06”  1.120”  41.00  18.00  30  .39”  3/8‐24 

SET BACK 
“D” 

.500” 

DESCRIPTION  PKG. QTY. 
WEIGHT   
(lbs.) 

PART         
NUMBER 

OFE COPPER GASKET KIT  10  3.50  G‐1325 

OFE COPPER GASKET (single)  1  1.00  G‐1325‐I 

VITON® GASKET KIT (rubber)  1  0.75  GV‐1325 

HEX HEAD BOLT KIT  (REGULAR, 3/8‐24 x 2 3/4)  30  3.00  B‐1325 

HEX HEAD BOLT KIT  (TAPPED, 3/8‐24 x 2)  30  3.00  B‐1325‐T 

         

         

         

         

Other gasket materials (Aluminum, etc.) and coaƟngs (silver‐plate, etc.) available upon request.   Please call for quote. 

  Assembly Hardware & Gaskets 
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NON‐ROTATABLE FLANGE 
(HOLE TYPE) 

BORED 
FOR TUBE 

PART NUMBER 

 

ROTATABLE FLANGE  
(HOLE TYPE) 

BORED  
FOR TUBE 

PART NUMBER 

BLANK (CLEARANCE)  ‐  1400‐000  BLANK (CLEARANCE)  ‐  1400‐000‐R 

BORED (CLEARANCE)  11‐5/8”  1400‐1162  BORED (CLEARANCE)  11‐5/8”  1400‐1162‐R 

BORED (CLEARANCE)  12”  1400‐1200  BORED (CLEARANCE)  12”  1400‐1200‐R 

BLANK (TAPPED)  ‐  1400‐000‐T  BLANK (TAPPED)  ‐  1400‐000‐RT 

BORED (TAPPED)  11‐5/8”  1400‐1162‐T  BORED (TAPPED)  11‐5/8”  1400‐1162‐RT 

BORED (TAPPED)  12”  1400‐1200‐T  BORED (TAPPED)  12”  1400‐1200‐RT 

NON‐ROTATABLE  ROTATABLE 

NOM OD       
“A” 

FLANGE OD 
BOLT CIRCLE  

“B” 
THICKNESS     

“C” 
BLANK WHT. 

(lbs.) 
BORED WHT. 

(lbs.) 
NO. OF BOLT 

HOLES 
CLEARANCE 
HOLES (dia.) 

TAPPED HOLES 
(thrd.) 

14”  14.00”  12.81”  1.120”  46.00  13.00  30  .39”  3/8‐24 

SET BACK 
“D” 

.625” 

DESCRIPTION  PKG. QTY. 
WEIGHT   
(lbs.) 

PART         
NUMBER 

OFE COPPER GASKET KIT  10  4.00  G‐1400 

OFE COPPER GASKET (single)  1  1.00  G‐1400‐I 

VITON® GASKET KIT (rubber)  1  0.75  GV‐1400 

HEX HEAD BOLT KIT  (REGULAR, 3/8‐24 x 2 3/4)  30  3.50  B‐1400 

HEX HEAD BOLT KIT  (TAPPED, 3/8‐24 x 2)  30  3.50  B‐1400‐T 

         

         

         

         

Other gasket materials (Aluminum, etc.) and coaƟngs (silver‐plate, etc.) available upon request.   Please call for quote. 

  Assembly Hardware & Gaskets 

14” O.D. VAC-U-FLANGE® 



SecƟon 

1 

16  www.huntvac.com        800‐227‐8059      vacman@huntvac.com 

SPECIALTY  VAC-U-FLANGE® 

DOUBLE‐SIDED VAC‐U‐FLANGE® Flanges 
Double‐sided flanges are designed to be inserted between two     
standard flanges.  These flanges are generally used to provide           
addiƟonal access ports to the system through the flange                     
circumference.  The user thus has the opƟon of adding to his system  
up‐to‐air valves, thermocouple gauge tubes, or other accessories.       
Jet roughing pumps can also be installed in this manner. 

 

Bolt kits are available for all sizes upon request. 

NOMINAL  
OD 

FLANGE 
OD “A” 

BOLT  CIRCLE 
“B” 

THICKNESS 
“C” 

ID 
BOLT 
HOLES 

HOLE 
DIAM. 

WEIGHT  
(lbs.)  PART NUMBER 

1 1/3 “  1.33” 

1.06  0.28  BLANK  6  0.17  0.50  133‐000‐D 

1.06  0.28  0.38  6  0.17  0.50  133‐037‐D 

1.06  0.28  0.50  6  0.17  0.50  133‐050‐D 
1.06  0.28  0.62  6  0.17  0.50  133‐062‐D 

2 3/4”   2.73”  

2.31  0.75  BLANK  6  0.26  0.75  275‐000‐D 

2.31  0.75  0.25  6  0.26  0.75  275‐025‐D 

2.31  0.75  0.50  6  0.26  0.75  275‐050‐D 

2.31  0.75  0.75  6  0.26  0.75  275‐075‐D 

2.31  0.75  1.00  6  0.26  0.50  275‐100‐D 

2.31  0.75  1.25  6  0.26  0.50  275‐125‐D 

2.31  0.75  1.50  6  0.26  0.50  275‐150‐D 

One 1/8” NPT Hole in edge of 2
3/4” Double‐Sided Flange  275‐150‐D‐1H 

275‐150‐D‐2H 

3 3/8”  3.37” 
2.85  0.62  BLANK  8  0.33  1.50  337‐000‐D 

2.85  0.62  1.50  8  0.33  1.00  337‐150‐D 

2.85  0.62  2.00  8  0.33  1.00  337‐200‐D 

4 1/2”  4.47” 

3.62  0.68  BLANK  8  0.33  3.00  450‐000‐D 

3.62  0.68  1.50  8  0.33  2.50  450‐150‐D 

3.62  0.68  2.00  8  0.33  2.50  450‐200‐D 

3.62  0.68  2.50  8  0.33  2.00  450‐250‐D 

4 5/8”  4.62” 
4.03  0.75  BLANK  10  0.33  3.20  462‐000‐D 

4.03  0.75  2.50  10  0.33  2.50  462‐250‐D 

4.03  0.75  3.00  10  0.33  2.00  462‐300‐D 

6”  5.95” 
5.12  0.78  BLANK  16  0.33  5.50  600‐000‐D 

5.12  0.78  4.00  16  0.33  3.50  600‐400‐D 

6 3/4”   6.75” 
5.96  0.84  BLANK  18  0.33  8.00  675‐000‐D 

5.96  0.84  4.00  18  0.33  5.00  675‐400‐D 

5.96  0.84  5.00  18  0.33  3.50  675‐500‐D 

8”  7.97” 
7.12  0.87  BLANK  20  0.33  12.00  800‐000‐D 

7.12  0.87  6.00  20  0.33  5.50  800‐600‐D 

10”  9.97” 
9.12  0.97  BLANK  24  0.33  20.00  1000‐000‐D 

9.12  0.97  8.00  24  0.33  7.50  1000‐800‐D 

Two 1/8” NPT Holes in edge of 2
3/4” D.S. Flange,  located 120° apart 

All dimensions below in inches (U.S.)  AddiƟonal sizes available upon request. 

DOUBLE‐SIDED FLANGES ‐ 

VAC‐U‐FLANGE® 
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ZERO‐LENGTH Adapter Flanges 
The features for a large and small flange are machined into either side of the adapter 
flange, allowing transiƟon from one size flange to another with minimal axial offset. 
Assembly Bolt Kits include both copper gaskets and all bolts needed to assemble 
maƟng flanges. 

LARGE 
NOM. OD 

SMALL    
NOM. OD 

ID  C 
FLANGE 
WEIGHT 
(lbs.) 

FLANGE            
PART NUMBER 

     
 

KIT   
WEIGHT 
(lbs.) 

BOLT KIT               
PART NUMBER 

2 3/4”  1 1/3”  0.63  0.50  0.75  275‐133‐062    0.75  B‐275‐133 

3 3/8” 
1 1/3”  0.63  0.63  1.50  337‐133‐062    1.00  B‐337‐133 

2 3/4”  1.50  0.63  1.50  337‐275‐150    1.00  B‐337‐275 

4 1/2” 
1 1/3”  0.63  0.68  3.00  450‐133‐062    2.50  B‐450‐133 

2 3/4”  1.50  0.68  2.50  450‐275‐150    2.50  B‐450‐275 

3 3/8”  2.00  0.68  2.50  450‐337‐200    2.50  B‐450‐337‐T 

4 5/8”  

1 1/3”  0.63  0.75  3.50  462‐133‐062    2.50  B‐462‐133 

2 3/4”  1.50  0.75  3.00  462‐275‐150    2.50  B‐462‐275 

3 3/8”  2.00  0.75  2.50  462‐337‐200    2.50  B‐462‐337 

6”  

1 1/3”  0.63  0.78  6.00  600‐133‐062    3.50  B‐600‐133 

2 3/4”  1.50  0.78  5.50  600‐275‐150    3.50  B‐600‐275 

3 3/8”  2.00  0.78  5.00  600‐337‐200    3.50  B‐600‐337 

4 1/2”  2.50  0.78  4.00  600‐450‐250    3.50  B‐600‐450 

4 5/8”  3.00  0.78  4.00  600‐462‐300    3.50  B‐600‐462 

6 3/4”  

1 1/3”  0.63  0.84  8.00  675‐133‐062    5.00  B‐675‐133 

2 3/4”  1.50  0.84  7.50  675‐275‐150    5.00  B‐675‐275 

3 3/8”  2.00  0.84  7.00  675‐337‐200    5.00  B‐675‐337 

4 1/2”  2.50  0.84  6.50  675‐450‐250    5.00  B‐675‐450 

4 5/8”  3.00  0.84  6.00  675‐462‐300    5.00  B‐675‐462 

6”  4.00  0.84  5.00  675‐600‐400  5.00  B‐675‐600 

8”   

1 1/3”  0.63  0.87  12.00  800‐133‐062    5.50  B‐800‐133 

2 3/4”  1.50  0.87  11.50  800‐275‐150    5.50  B‐800‐275 

3 3/8”  2.00  0.87  11.00  800‐337‐200    5.50  B‐800‐337 

4 1/2”  2.50  0.87  10.50  800‐450‐250    5.50  B‐800‐450 

4 5/8”  3.00  0.87  10.00  800‐462‐300    5.50  B‐800‐462 

6”  4.00  0.87  8.50  800‐600‐400    5.50  B‐800‐600 

6 3/4”  5.00  0.87  7.50  800‐675‐500    5.50  B‐800‐675 

10”    

1 1/3”  0.63  0.97  20.00  1000‐133‐062    7.50  B‐1000‐133 

2 3/4”  1.50  0.97  20.00  1000‐275‐150    7.50  B‐1000‐275 

3 3/8”  2.00  0.97  20.00  1000‐337‐200    7.50  B‐1000‐337 

4 1/2”  2.50  0.97  18.50  1000‐450‐250    7.50  B‐1000‐450 

4 5/8”  3.00  0.97  18.50  1000‐462‐300    7.50  B‐1000‐462 

6”  4.00  0.97  17.00  1000‐600‐400    7.50  B‐1000‐600 

6 3/4”  5.00  0.97  17.00  1000‐675‐500    7.50  B‐1000‐675 

8”   6.00  0.97  15.50  1000‐800‐600    7.50  B‐1000‐800 

All dimensions: inches (mm)    Bolt Kits include maƟng gaskets 

SPECIALTY  VAC-U-FLANGE® 
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SPECIALTY  VAC-U-FLANGE® 

FLANGE   A  B  C 
WEIGHT   
(lbs.) 

PART NUMBER 

6” MAIN FLANGE,  2 3/4” CENTER  0.78  3.50  6.00  7.0  FMP‐600‐1 

8” MAIN FLANGE,  2 3/4” CENTER  0.88  4.25  8.00  12.0  FMP‐800‐1 

MULTI‐PORT / STRAIGHT ‐ VAC‐U‐FLANGE®  Dimensions:  inches (mm) 

FLANGE   A  B  C 
WEIGHT   
(lbs.) 

PART NUMBER 

6” MAIN FLANGE,  2 3/4” CENTER  0.78  2.67  6.00  7.0  FMP‐600‐2 

8” MAIN FLANGE,  2 3/4” CENTER  0.88  2.67  8.00  12.0  FMP‐800‐2 

MULTI‐PORT / ANGLED ‐ VAC‐U‐FLANGE®  

FLANGE   A  B  C 
WEIGHT   
(lbs.) 

PART NUMBER 

6” MAIN FLANGE,  3 EACH 2 3/4” PORTS  8.19  5.31  6.00  12  FMP‐600‐3 

8” MAIN FLANGE,  3 EACH 2 3/4” PORTS  9.84  6.57  8.00  12  FMP‐800‐3 

8” MAIN FLANGE,  4 EACH 2 3/4” PORTS  9.84  6.57  8.00  13  FMP‐800‐4 

ANGLE 

11.9° 

13° 

13° 

MULTI‐PORT / CLUSTER ‐ VAC‐U‐FLANGE®  

 

 

 

 

 

 

 

           MULTI‐PORT/ 

               ANGLED 

  

            MULTI‐PORT/ 

                CLUSTER 
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All dimensions below in inches (U.S.)  Custom sizes available upon request, please call 800‐227‐8059 for quote. 

304 Stainless Steel FLANGE SIZE  TUBE OD  A 
WEIGHT   
(lbs.) 

PART NUMBER 

  1 1/3  0.75  3.00  0.5  VF‐073 

2 3/4  1.50  4.93  1.5  VF‐153 

3 3/8  2.00  6.45  2.5  VF‐203 

4 1/2  2.50  8.25  3.0  VF‐253 

4 5/8  3.00  7.08  5.5  VF‐303 

6  4.00  10.62  9.5  VF‐403 

6 3/4  5.00  9.87  11.0  VF‐503 

8  6.00  13.12  16.0  VF‐603 

10  8.00  16.00  27.5  VF‐803 

13 1/4  10.00  20.00  58.0  VF‐1003 

           

NIPPLE ‐ VAC‐U‐FLANGE®  

304 Stainless Steel FLANGE SIZE  TUBE OD  A 
WEIGHT   
(lbs.) 

PART NUMBER 

  1 1/3  0.75  1.50  0.5  VF‐073‐A 

2 3/4  1.50  2.46  1.0  VF‐153‐A 

3 3/8  2.00  3.21  1.5  VF‐203‐A 

4 1/2  2.50  4.12  3.0  VF‐253‐A 

4 5/8  3.00  3.53  3.0  VF‐303‐A 

6  4.00  5.31  4.0  VF‐403‐A 

6 3/4  5.00  4.93  5.0  VF‐503‐A 

8  6.00  6.56  7.5  VF‐603‐A 

10  8.00  8.00  11.0  VF‐803‐A 

13 1/4  10.00  10.00  28.0  VF‐1003‐A 

         

HALF NIPPLE ‐ VAC‐U‐FLANGE®  

VAC-U-FLANGE® FITTINGS 

304 Stainless Steel FLANGE SIZE  TUBE OD  A 
WEIGHT   
(lbs.) 

PART NUMBER 

  2 3/4  1.50  1.75  2.0  VF‐153‐1.75 

 

This adapter nipple is a minimum length nipple designed to join two threaded flanges.  A stud/ 

nut/washer kit is provided to aid assembly.  Simply thread the studs in the threaded flanges 

prior to assembly.  One end has a rotatable flange to ease lining up the mounƟng. 

           

 

NIPPLE, ADAPTER ‐ VAC‐U‐FLANGE®  
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304 Stainless Steel FLANGE SIZE  TUBE OD  A 
WEIGHT   
(lbs.) 

PART NUMBER 

1 1/3  0.75  1.26  0.5  VF‐072‐45 

2 3/4  1.50  1.83  1.5  VF‐152‐45 

3 3/8  2.00  2.54  3.5  VF‐202‐45 

4 1/2  2.50  3.38  6.0  VF‐252‐45 

4 5/8  3.00  4.06  6.0  VF‐302‐45 

6  4.00  5.25  10.0  VF‐402‐45 

         

           

           

           

 

45° ELBOWS with TANGENTS ‐ VAC‐U‐FLANGE®  

304 Stainless Steel FLANGE SIZE  TUBE OD  A 
WEIGHT   
(lbs.) 

PART NUMBER 

  1 1/3  0.75  1.63  0.5  VF‐072 

2 3/4  1.50  2.46  1.5  VF‐152 

3 3/8  2.00  3.23  3.5  VF‐202 

4 1/2  2.50  4.13  5.0  VF‐252 

4 5/8  3.00  4.88  6.0  VF‐302 

6  4.00  6.44  11.0  VF‐402 

6*  4.00  5.31  11.0  VF‐402M* 

6 3/4  5.00  4.93  11.0  VF‐502* 

8  6.00  6.56  19.5  VF‐602* 

10  8.00  8.00  27.0  VF‐802* 

13 1/4  10.00  10.00  56.0  VF‐1002* 

        *Mitered Elbows  

90° ELBOWS ‐ VAC‐U‐FLANGE®  

304 Stainless Steel FLANGE SIZE  TUBE OD  A 
WEIGHT   
(lbs.) 

PART NUMBER 

  1 1/3  0.75  1.50  0.5  VF‐071 

2 3/4  1.50  2.46  1.5  VF‐151 

3 3/8  2.00  3.23  2.5  VF‐201 

4 1/2  2.50  3.38  3.0  VF‐251 

4 5/8  3.00  3.63  5.5  VF‐301 

6  4.00  4.31  9.5  VF‐401 

6 3/4  5.00  4.93  11.0  VF‐501 

8  6.00  6.12  16.0  VF‐601 

10  8.00  7.50  27.5  VF‐801 

13 1/4  10.00  10.0  58.0  VF‐1001 

         

TEES ‐ VAC‐U‐FLANGE®  

VAC-U-FLANGE® FITTINGS 

Dimensions:  inches (mm) 
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VAC-U-FLANGE® FITTINGS 

304 Stainless Steel FLANGE SIZE  TUBE OD  A 
WEIGHT   
(lbs.) 

PART NUMBER 

1 1/3  0.75  1.50  0.5  VF‐070 

2 3/4  1.50  2.46  2.8  VF‐150 

3 3/8  2.00  3.23  3.0  VF‐200 

4 1/2  2.50  3.38  3.0  VF‐250 

4 5/8  3.00  3.63  4.0  VF‐300 

6  4.00  4.31  6.0  VF‐400 

         

           

           

           

           

 

4‐WAY TUBULAR CROSSES ‐ VAC‐U‐FLANGE®  

304 Stainless Steel FLANGE SIZE  TUBE OD  A 
WEIGHT   
(lbs.) 

PART NUMBER 

  6  4.00  5.31  6.00  VF‐400S 

6 3/4  5.00  4.93  20.0  VF‐500S 

8  6.00  6.56  10.5  VF‐600S 

10  8.00  8.00  16.8  VF‐800S 

13 1/4  10.00  10.00  20.0  VF‐1000S 

         

           

           

           

           

           

           

4‐WAY SPHERICAL CROSSES ‐ VAC‐U‐FLANGE®  

304 Stainless Steel FLANGE SIZE  TUBE OD  A 
WEIGHT   
(lbs.) 

PART NUMBER 

1 1/3  0.75  1.50  0.5  VF‐5070 

2 3/4  1.50  2.46  1.5  VF‐5150 

3 3/8  2.00  3.23  2.5  VF‐5200 

4 1/2  2.50  3.38  3.0  VF‐5250 

4 5/8  3.00  3.63  5.5  VF‐5300 

         

           

           

           

           
           

 

5‐WAY TUBULAR CROSSES ‐ VAC‐U‐FLANGE®  

Dimensions:  inches (mm) 
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304 Stainless Steel FLANGE SIZE  TUBE OD  A 
WEIGHT   
(lbs.) 

PART NUMBER 

  6  4.00  5.31  22.0  VF‐5400S 

6 3/4  5.00  4.93  35.0  VF‐5500S 

8  6.00  6.56  38.0  VF‐5600S 

10  8.00  8.00  60.0  VF‐5800S 

13 1/4  10.00  10.0  94.0  VF‐51000S 

         

           

           

           

           

           

5‐WAY SPHERICAL CROSSES ‐ VAC‐U‐FLANGE®  

304 Stainless Steel FLANGE SIZE  TUBE OD  A 
WEIGHT   
(lbs.) 

PART NUMBER 

1 1/3  0.75  1.63  0.8  VF‐6070 

2 3/4  1.50  2.46  3.5  VF‐6150 

3 3/8  2.00  3.23  7.0  VF‐6200 

4 1/2  2.50  4.13  16.5  VF‐6250 

4 5/8  3.00  4.88  17.5  VF‐6300 

         

           

           

           

           

           

 

           

6‐WAY TUBULAR CROSSES ‐ VAC‐U‐FLANGE®  

304 Stainless Steel FLANGE SIZE  TUBE OD  A 
WEIGHT   
(lbs.) 

PART NUMBER 

  6  4.00  5.31  27.0  VF‐6400S 

6 3/4  5.00  4.93  40.0  VF‐6500S 

8  6.00  6.56  44.0  VF‐6600S 

10  8.00  8.00  72.0  VF‐6800S 

13 1/4  10.00  10.00  122.0  VF‐61000S 

         

           

           

           

           
           

6‐WAY SPHERICAL CROSSES ‐ VAC‐U‐FLANGE®  

VAC-U-FLANGE® FITTINGS 

Dimensions:  inches (mm) 
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304 Stainless Steel   FLANGE SIZE  A 
WEIGHT   
(lbs.) 

PART NUMBER 

  1 1/3  1.33  0.5  VF‐075‐6 

2 3/4  2.75  2.8  VF‐150‐6 

3 3/8  3.37  3.0  VF‐200‐6 

4 1/2  4.50  3.0  VF‐250‐6 

6  6.00  16.0  VF‐400‐6* 

6 3/4  6.75  22.0  VF‐500‐6* 

8  8.00  30.0  VF‐600‐6* 

10  10.00  45.0  VF‐800‐6* 

      *WELDED PLATE 

         

         

6‐WAY CUBE CROSSES ‐ VAC‐U‐FLANGE®  

VAC-U-FLANGE® FITTINGS 

304 Stainless Steel 
FLANGE 

SIZE 

NOM.  
SIZE 

HOSE 

LENGTH 

WEIGHT   
(lbs.) 

PART NUMBER 

  1 1/3  0.75  
10.0  0.25  VF‐075‐10 

20.0  0.50  VF‐075‐20 

2 3/4  1.50  
10.0  1.25  VF‐155‐10 

20.0  1.50  VF‐155‐20 

           

           

           

           

           

           

Other sizes available upon request. 

WALL 

THICKNESS 

.008 

.008 

.010 

.010 

 

 

 

 

 

 

FLEXIBLE SS HOSES ‐ VAC‐U‐FLANGE®  

304 Stainless Steel 
FLANGE 
SIZE 

NOMINAL 
SIZE 

BELLOWS 
ID 

FREE 
LENGTH 

G 
WEIGHT 
(lbs.) 

PART NUMBER 

  1 1/3  0.75  0.50  3.00  2.62  0.50  VF‐075 

2 3/4  1.50  1.25  3.55  3.10  1.00  VF‐155 

3 3/8  2.00  1.62  4.00  3.50  1.50  VF‐205 

4 1/2  2.50  2.25  6.25  5.47  4.00  VF‐255 

4 5/8  3.00  2.25  7.25  6.50  4.00  VF‐305 

6  4.00  3.50  7.62  6.62  7.00  VF‐405 

6 3/4  5.00  4.00  8.00  7.00  10.0  VF‐505 

8  6.00  5.50  9.00  8.00  12.0  VF‐605 

10  8.00  7.50  10.00  9.00  22.0  VF‐805 

13 1/4  10.00  9.50  11.00  10.00  50.0  VF‐1005 

             

FLEXIBLE COUPLINGS ‐ VAC‐U‐FLANGE®  

Dimensions:  inches (mm) 
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FLANGES - KF 

VAC‐U‐FLANGE® 
CONFLAT®, CF,    

DEL‐SEAL 
0.75 ‐ 16.00  16 ‐ 400  10‐13  TORR  <450°C  OFE COPPER  UHV 

KF  KF, NW, QF  0.75 ‐ 2.00  16 ‐ 50  10‐8  TORR  <200°C  VITON®  ROUGHING 

ISO  ISO, QF, LF, MF  2.50 ‐ 24.00  250 ‐ 630  10‐8  TORR  <200°C  VITON®  HIGH VAC. 

HUNTINGTON 

FLANGE TYPE 
COMPATIBLE WITH 

TUBE SIZES  

(U.S.) 

TUBE SIZES  

(METRIC) 

VACUUM 

RANGE 

BAKE OUT 

RANGE 

GASKET  

MATERIAL 
APPLICATION 

FLANGE STYLES and APPLICATIONS 

KF (SMALL SPEED) FLANGES 
HunƟngton KF Flanges meet ISO specificaƟons for U.S.A. tube sizes and are compaƟble with  KF, NW & QF flanges of 
other manufacturers.  Small Speed flanges use a typical single clamping system,  enabling infinite rotatability and    
simple assembly.  Two styles of clamps are available ‐ Metal and glass reinforced plasƟc.  The Polyglas clamps are    
especially popular due to their non‐galling of the fiƫngs and, when used in conjuncƟon with our Teflon® centering 
rings, the polyglas clamps afford for electrical non‐conductance in the KF juncƟon for applicaƟons needing this feature. 

Anatomy of the KF Flange System 

TAPERED EDGE ENGAGES 

THE CLAMP 

SEALING FACE 

KF STYLE FITTING 

CENTERING RING 
FITS IN COUNTER‐BORE 
PROVIDING ALIGNMENT  
OF FITTINGS  O‐RING SEAL 

KF CLAMP 

WITH THE KF CLAMP ENGAGED, 

SEALING IS ACCOMPLISHED BY 

COMPRESSING THE O‐RING SEAL 

AGAINST THE SEALING FACES.  RE‐

USABILITY IS ASSURED WITH EASY 

REPLACEMENT OF O‐RING SEAL 

AND CLAMP. 
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KF FLANGES 
COMPONENTS 

TUBE OD  SPEED CLAMP 
CENTERING 

RING ASSY. 
FLANGE SIZE 

MATES           

ISO‐KF 

WEIGHT     
(lbs.) 

PART NUMBER 

0.50  SC‐075  CR‐050  SF‐050  KF‐16  0.5  SFS‐050 

0.75  SC‐075  CR‐075  SF‐075  KF‐16  0.5  SFS‐075 

1.00  SC‐100  CR‐100  SF‐100  KF‐25  1.0  SFS‐100 

1.50  SC‐150  CR‐150  SF‐150  KF‐40  1.0  SFS‐150 

2.00  SC‐200  CR‐200  SF‐200  KF‐50  1.5  SFS‐200 

KF FLANGE SYSTEM KIT (ISO‐KF) 

The KF Flange System is a starter kit consisƟng of: one clamp, one centering ring and two flanges. 

Material: Glass Reinforced Nylon FLANGE  A  B  C 
WEIGHT 

(lbs.) 
PART NUMBER     

KF 16 
0.80  
(20.3) 

1.84  
(46.7) 

2.46  
(62.4) 

0.50  SC‐075 

KF 25 
0.80  
(20.3) 

2.32  
(58.9) 

3.16  
(80.2) 

0.50  SC‐100   

KF 40 
0.80  
(20.3) 

2.90  
(73.6) 

3.64  
(92.4) 

0.75  SC‐150   

KF 50 
0.80  
(20.3) 

3.70  
(93.9) 

4.85 
(123.1) 

1.00  SC‐200   

             

 

PLASTIC SPEED CLAMP ‐ KF 

Material: Teflon® FLANGE  A  B  C 
WEIGHT 
(lbs.) 

PART NUMBER   

KF 10 
0.18   
(4.6) 

.380    
(9.6) 

.472  
(12.0) 

0.25  CR‐040‐T   

KF 16 
0.18   
(4.6) 

.510  
(12.9) 

.669  
(17.0) 

0.25  CR‐075‐T   

KF 25 
0.18   
(4.6) 

.900  
(22.7) 

1.02  
(26.0) 

0.25  CR‐100‐T   

KF 40 
0.18   
(4.6) 

1.50  
(38.1) 

1.62  
(41.1) 

0.25  CR‐150‐T   

KF 50 
0.18   
(4.6) 

1.90  
(48.3) 

2.05   
(52.1) 

0.25  CR‐200‐T   

             

 

PLASTIC CENTERING RING ‐ KF 

 
ELECTRICALLY NON‐CONDUCTIVE COMPONENTS 
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KF FLANGES 
COMPONENTS 

Material: 304 Stainless Ring w/Viton® Seal FLANGE  A  B 
WEIGHT    
(lbs.) 

PART NUMBER 

KF 10  0.21   (5.3)  0.39  (10.0)  0.25  CR‐040 

KF 16  0.21   (5.3)  0.37  (9.4)  0.25  CR‐050 

KF 16  0.21   (5.3)  0.63  (16.0)  0.25  CR‐075 

KF 25  0.21   (5.3)  0.98  (25.0)  0.25  CR‐100 

KF 40  0.21   (5.3)  1.57   (40.0)  0.25  CR‐150 

KF 50  0.21   (5.3)  1.97   (50.0)  0.25  CR‐200 

 

CENTERING RING ASSEMBLY ‐ KF  

Material: 304 Stainless Ring w/Viton® Seal, 

includes 40 mesh Stainless Steel Screen 
FLANGE  A  B 

WEIGHT   
(lbs.) 

PART NUMBER 

  KF 16  0.21   (5.3)  0.49  (12.5)  0.25  CR‐075‐S 

KF 25  0.21   (5.3)  0.85  (21.5)  0.25  CR‐100‐S 

KF 40  0.21   (5.3)  1.44  (36.5)  0.25  CR‐150‐S 

KF 50  0.21   (5.3)  1.83  (46.5)  0.25  CR‐200‐S 

 

 

New! Conical screen centering rings now available. Specially designed with a flow 
area equivalent to our standard non‐screen centering rings for reduced  
restricƟon. Please call for quote.  

CENTERING RING ASSEMBLY w/SCREEN ‐ KF  

Dimensions:  inches (mm) 

Material: Aluminum FLANGE  A  B  C 
WEIGHT 

(lbs.) 
PART NUMBER 

KF 16 
0.63  
(16.0) 

1.77  
(45.0) 

2.40  
(61.0) 

0.50  SCM‐075 

KF 25 
0.63  
(16.0) 

2.17  
(55.0) 

2.83  
(72.0) 

0.50  SCM‐100 

KF 40 
0.71  
(18.0) 

2.76  
(70.0) 

3.54  
(90.0) 

0.75  SCM‐150 

KF 50 
0.98  
(25.0) 

3.74  
(95.0) 

4.84 
(123.0) 

1.00  SCM‐200 

             

 

METAL SPEED CLAMPS ‐ KF 
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KF FLANGES 
COMPONENTS 

Material: 304 Stainless Ring w/Viton® Seal FLANGE  A  B  C  D 
WEIGHT 
(lbs.) 

PART       
NUMBER 

KF 16 to 10 
0.21  
(5.3) 

0.67  
(17.0) 

0.39  
(10.0) 

0.47 
(12.0) 

0.25  CR‐075‐040 

KF 25 to 20 
0.21  
(5.3) 

1.02  
(26.0) 

0.83  
(21.0) 

0.87 
(22.0) 

0.25  CR‐100‐087 

KF 40 to 32 
0.21  
(5.3) 

1.61  
(41.0) 

1.26  
(32.0) 

1.34 
(34.0) 

0.25  CR‐150‐125 

             

               

 

ADAPTIVE CENTERING RING ASSEMBLY ‐ KF Dimensions:  inches (mm) 

Material: Stainless Steel Bolts/Washers,           

6061‐T6 Aluminum 2‐piece Clamp 
FLANGE 

NO. OF 
BOLTS 

A  B  C 
WEIGHT 
(lbs.) 

PART NUMBER 

KF 16  6 
0.36 
(9.2) 

2.00 
(50.8) 

1.50
(38.1) 

0.50  BHC‐075 

KF 25  6 
0.39 
(9.8) 

2.38 
(60.5) 

1.89 
(48.0) 

0.50  BHC‐100 

KF 40  6 
0.37 
(9.3) 

2.94 
(74.7) 

2.44 
(62.0) 

0.50  BHC‐150 

KF 50  8 
0.40 
(10.3) 

3.75 
(95.3) 

3.25 
(82.6) 

0.50  BHC‐200 

               

               

 

BULKHEAD CLAMP ‐ KF 

Material: 304 Stainless Ring w/Viton® Seal FLANGE  A  B 
O‐RING 

SIZE 

WEIGHT    
(lbs.) 

PART NUMBER 

  KF 10  0.60 (15.2)  2‐312  0.25  H‐2312 

KF 16  0.73  18.4)  2‐314  0.25  H‐2314 

KF 25  1.10 (27.9)  2‐320  0.25  H‐2320 

KF 40  1.60 (40.6)  2‐326  0.25  H‐2326 

KF 50  2.10 (53.3)  2‐330  0.25  H‐2330 

           

0.21 

(5.3) 

VITON® O‐RINGS  
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KF FLANGES 
COMPONENTS 

Material: 304 Stainless Steel FLANGE  A  B 
WEIGHT 
(lbs.) 

PART NUMBER 

KF 10 
0.50 
(12.7) 

.065 
(1.7) 

0.25  SF‐040‐SBW 

KF 16 
0.50 
(12.7) 

.065 
(1.7) 

0.25  SF‐050‐SBW 

KF 16 
0.50 
(12.7) 

.065 
(1.7) 

0.25  SF‐075‐SBW 

KF 25 
0.50 
(12.7) 

.065 
(1.7) 

0.25  SF‐100‐SBW 

KF 40 
0.75 
(19.1) 

.065 
(1.7) 

0.25  SF‐150‐SBW 

KF 50 
0.75 
(19.1) 

.065 
(1.7) 

0.25  SF‐200‐SBW 

 

TUBE 
OD 

0.50 

0.50 

0.75 

1.00 

1.50 

2.00 

C 

0.50 
(12.7) 

0.50 
(12.7) 

0.75 
(19.1) 

1.00 
(25.4) 

1.50 
(38.1) 

2.00 
(50.8) 

SHORT BUTT WELD STUB ‐ KF 

Material: 304 Stainless Steel FLANGE  A  B 
WEIGHT 
(lbs.) 

PART NUMBER 

KF 10 
1.57 
(40.0) 

.065 
(1.7) 

0.25  SF‐040‐LBW 

KF 16 
1.57 
(40.0) 

.065 
(1.7) 

0.25  SF‐050‐LBW 

KF 16 
1.57 
(40.0) 

.065 
(1.7) 

0.25  SF‐075‐LBW 

KF 25 
1.57 
(40.0) 

.065 
(1.7) 

0.25  SF‐100‐LBW 

KF 40 
1.57 
(40.0) 

.065 
(1.7) 

0.25  SF‐150‐LBW 

KF 50 
1.57 
(40.0) 

.065 
(1.7) 

0.25  SF‐200‐LBW 

 

TUBE 
OD 

0.50 

0.50 

0.75 

1.00 

1.50 

2.00 

C 

0.50 
(12.7) 

0.50 
(12.7) 

0.75 
(19.1) 

1.00 
(25.4) 

1.50 
(38.1) 

2.00 
(50.8) 

LONG BUTT WELD STUB ‐ KF  

Material: 304 Stainless Steel FLANGE 
TUBE    
OD 

A  B  C 
WEIGHT 
(lbs.) 

PART NUMBER 

KF 16  0.50 
0.50 
(12.7) 

0.37 
(9.4) 

0.56
(14.2) 

0.25  SF‐050 

KF 16  0.75 
0.50 
(12.7) 

0.62 
(15.7) 

0.50 
(12.7) 

0.25  SF‐075 

KF 25  1.00 
0.17 
(4.3) 

0.87 
(22.1) 

0.47 
(11.9) 

0.25  SF‐100 

KF 40  1.50 
0.20 
(5.1) 

1.37 
(34.8) 

0.50 
(12.7) 

0.25  SF‐150 

KF 50  2.00 
0.22 
(5.6) 

1.87 
(47.5) 

0.62 
(15.7) 

0.25  SF‐200 

 

STANDARD SOCKET WELD STUB ‐ KF 

Dimensions:  inches (mm) 

Note: KF 16 version differs slightly in            
appearance 
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KF FLANGES 
COMPONENTS 

FLANGE  FIG. 
TUBE  
OD 

FLANGE   
OD 

A  B  C 
WEIGHT 
(lbs.) 

PART NUMBER 

KF 10 

1  0.25  1.18 (30.0)  0.255 (6.48)  ‐  ‐  0.25  SFU‐040‐025 

2  0.38  1.18 (30.0)  0.380 (9.53)  0.31 (7.9)  ‐  0.25  SFU‐040‐038 

3  0.50  1.18 (30.0)  0.505 (12.83)  0.48 (12.2)  0.20 (5.1)  0.25  SFU‐040‐050 

KF 16 

1  0.25  1.18 (30.0)  0.255 (6.48)  ‐  ‐  0.25  SFU‐075‐025 

1  0.38  1.18 (30.0)  0.380 (9.53)  ‐  ‐  0.25  SFU‐075‐038 

1  0.50  1.18 (30.0)  0.505 (12.83)  ‐  ‐  0.25  SFU‐075‐050 

3  0.75  1.18 (30.0)  0.755 (19.18)  0.68 (17.3)  0.18 (4.6)  0.25  SFU‐075‐075 

KF 25 

1  0.25  1.57 (40.0)  0.255 (6.48)  ‐  ‐  0.25  SFU‐100‐025 

1  0.38  1.57 (40.0)  0.380 (9.53)  ‐  ‐  0.25  SFU‐100‐038 

1  0.50  1.57 (40.0)  0.505 (12.83)  ‐  ‐  0.25  SFU‐100‐050 

2  0.75  1.57 (40.0)  0.755 (19.18)  0.68 (17.3)  ‐  0.25  SFU‐100‐075 

2  1.00  1.57 (40.0)  1.005 (25.53)  0.87 (22.1)  ‐  0.25  SFU‐100‐100 

KF 40 

1  0.25  2.16 (55.0)  0.255 (6.48)  ‐  ‐  0.25  SFU‐150‐025 

1  0.38  2.16 (55.0)  0.380 (9.53)  ‐  ‐  0.25  SFU‐150‐038 

1  0.50  2.16 (55.0)  0.505 (12.83)  ‐  ‐  0.25  SFU‐150‐050 

2  0.75  2.16 (55.0)  0.755 (19.18)  0.68 (17.3)  ‐  0.25  SFU‐150‐075 

2  1.00  2.16 (55.0)  1.005 (25.53)  0.87 (22.1)  ‐  0.50  SFU‐150‐100 

2  1.50  2.16 (55.0)  1.505 (38.23)  1.37 (34.8)  ‐  0.50  SFU‐150‐150 

KF 50  

1  0.25  2.95 (75.0)  0.255 (6.48)  ‐  ‐  0.50  SFU‐200‐025 

1  0.38  2.95 (75.0)  0.380 (9.53)  ‐  ‐  0.50  SFU‐200‐038 

1  0.50  2.95 (75.0)  0.505 (12.83)  ‐  ‐  0.50  SFU‐200‐050 

2  0.75  2.95 (75.0)  0.755 (19.18)  0.68 (17.3)  ‐  0.50  SFU‐200‐075 

2  1.00  2.95 (75.0)  1.005 (25.53)  0.87 (22.1)  ‐  0.50  SFU‐200‐100 

2  1.50  2.95 (75.0)  1.505 (38.23)  1.37 (34.8)  ‐  0.50  SFU‐200‐150 

2  2.00  2.95 (75.0)  2.005 (50.93)  1.87 (47.5)  ‐  0.75  SFU‐200‐200 

 

WELD FLANGES ‐ KF Dimensions:  inches (mm) 

FIG. 1  FIG. 2  FIG. 3 

Material: 304 Stainless Steel 
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KF FLANGES 
COMPONENTS 

Material: 304 Stainless Steel FLANGE  A 
WEIGHT 
(lbs.) 

PART NUMBER 

  KF 10  0.20   (5.0)   .483   (12.3)  0.25  SFU‐040‐000 

KF 16  0.20   (5.0)   .680   (17.2)  0.25  SFU‐075‐000 

KF 25  0.20   (5.0)   1.03   (26.1)  0.25  SFU‐100‐000 

KF 40  0.20   (5.0)   1.62   (41.1)  0.25  SFU‐150‐000 

KF 50  0.20   (5.0)   2.06   (52.3)  0.25  SFU‐200‐000 

           

B  

BLANK OFF FLANGE ‐ KF Dimensions:  inches (mm) 

Material: 304 Stainless Steel FLANGE  FIG.  A  B 
WEIGHT 
(lbs.) 

PART NUMBER 

  KF 10  A 
0.75       
(19.1) 

0.75        
(19.1) 

0.25  SF‐040‐SB 

KF 16  B 
0.75       
(19.1) 

0.75        
(19.1) 

0.25  SF‐075‐SB 

KF 25  B 
0.75       
(19.1) 

1.00        
(25.4) 

0.25  SF‐100‐SB 

KF 40  B 
1.00       
(25.4) 

1.50        
(38.1) 

0.50  SF‐150‐SB 

KF 50  B 
1.00       
(25.4) 

2.00        
(50.8) 

0.50  SF‐200‐SB 

             

NON‐BORED STUB ‐ KF  

FIG. 

A 

FIG. 

B 
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KF FITTINGS 
NIPPLES/ELBOWS 

HunƟngton vacuum fiƫngs meet or exceed the highest industry standards for high and ultra‐high vacuum applicaƟons.  Unless 

otherwise specified, fiƫngs with Small Speed (ISO‐KF) style flanges are provided with bored blank style flanges.  Short or long buƩ 

weld flanges or socket weld flanges can be provided with any of these fiƫngs on request.  Please call for current pricing. 

Material: 304 Stainless Steel FLANGE  TUBE OD  A 
WEIGHT 
(lbs.) 

PART NUMBER 

  KF 16  0.75  1.50  (38.1)  0.25  VF‐073‐A‐SF 

KF 25  1.00  2.04  (51.8)  0.25  VF‐103‐A‐SF 

KF 40  
2.04  (51.8)  0.25  VF‐153‐A‐SF1 

2.46  (62.5)  0.25  VF‐153‐A‐SF 

KF 50  2.00  3.21  (81.5)  0.25  VF‐203‐A‐SF 

           

1.50  

HALF NIPPLE ‐ KF 

Material: 304 Stainless Steel FLANGE  TUBE OD  A 
WEIGHT 
(lbs.) 

PART NUMBER 

  KF 16  0.75  3.00  (76.2)  0.50  VF‐073‐SF 

KF 25  1.00  4.08  (100.4)  0.50  VF‐103‐SF 

KF 40   1.50   
3.94  (100.0)  0.50  VF‐153‐SF1 

4.93  (125.2)  0.50  VF‐153‐SF 

KF 50 
6.43  (163.3)  1.00  VF‐203‐SF 

6.51  (165.3)  1.00  VF‐203‐SF1 

   

           

2.00  

NIPPLE ‐ KF 

Material: 304 Stainless Steel FLANGE  TUBE OD  A 
WEIGHT 
(lbs.) 

PART NUMBER 

  KF 16  0.75  1.63  (41.4)  0.50  VF‐072‐SF 

KF 25  1.00  1.67  (42.4)  0.50  VF‐102‐SF 

KF 40   2.46  (62.5)  0.50  VF‐152‐SF 

3.23  (82.0)  1.00  VF‐202‐SF 

         

           

1.50  

2.00 KF 50 

90° RADIUS ELBOWS ‐ KF 

Dimensions:  inches (mm) 
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KF FITTINGS 
ELBOWS 

Material: 304 Stainless Steel FLANGE  TUBE OD  A 
WEIGHT 
(lbs.) 

PART NUMBER 

  KF 40   1.50   2.46  (62.5)  1.00  VF‐152M‐SF 

KF 50  2.00  3.23  (82.0)  1.30  VF‐202M‐SF 

         

           

           

           

90° MITERED ELBOW—KF 

Material: 304 Stainless Steel FLANGE  TUBE OD  A 
WEIGHT 
(lbs.) 

PART NUMBER 

  KF 40   1.50   3.14  (79.8)  1.00  VF‐152L‐SF 

KF 50  2.00  4.29  (109.0)  2.00  VF‐202L‐SF 

 

       

           

           

 

  

90° LONG RADIUS ELBOW ‐ KF 

Material: 304 Stainless Steel FLANGE  TUBE OD  A 
WEIGHT 
(lbs.) 

PART NUMBER 

  KF 16  0.75  1.26  (32.0)  0.50  VF‐072‐45‐SF 

KF 25  1.00  1.36  (34.5)  0.50  VF‐102‐45‐SF 

KF 40   1.83  (46.5)  0.50  VF‐152‐45‐SF 

2.54  (64.5)  0.50  VF‐202‐45‐SF 

         

           

1.50  

2.00 KF 50 

45° RADIUS ELBOWS ‐ KF 

Dimensions:  inches (mm) 
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KF FITTINGS 
TEES/ADAPTERS 

Material: 304 Stainless Steel FLANGE  TUBE OD  A 
WEIGHT 
(lbs.) 

PART NUMBER 

  KF 16  0.75  1.50  (38.1)  0.50  VF‐071‐SF 

KF 25  1.00  2.04  (51.8)  0.50  VF‐101‐SF 

KF 40   2.46  (62.5)  0.50  VF‐151‐SF 

3.23  (82.0)  1.00  VF‐201‐SF 

         

           

1.50  

2.00 KF 50 

TEE ‐ KF 

Material: 304 Stainless Steel FLANGE  TUBE OD  A  B 
WEIGHT 
(lbs.) 

PART NUMBER 

  KF 25 to 16  1.00 to 0.75 
2.04 
(51.8) 

2.50 
(63.5) 

1.00  VF‐103‐073‐A‐SF 

KF 40 to 16  1.50 to 0.75 
2.46  
(62.5) 

2.75 
(69.9) 

1.00  VF‐153‐073‐A‐SF 

KF 40 to 25  1.50 to 1.00 
2.46  
(62.5) 

2.30 
(58.4) 

1.00  VF‐153‐103‐A‐SF 

KF 50 to 25  2.00 to 1.00 
3.23  
(82.0) 

2.55 
(64.8) 

1.00  VF‐203‐103‐A‐SF 

KF 50 to 40  2.00 to 1.50 
3.23  
(82.0) 

2.71 
(68.8) 

2.00  VF‐203‐153‐A‐SF 

             

REDUCING TEE ‐ KF 

Material: 304 Stainless Steel FLANGE 
TUBE 
OD 

A  B  C 
WEIGHT 
(lbs.) 

PART      
NUMBER 

  KF 16 to 25 

0.75  

1.57 (40.0)  1.18 (30.0)  1.57 (40.0)  0.50  SF‐100‐075 

1.57 (40.0)  1.18 (30.0)  2.16 (34.5)  0.50  SF‐150‐075 

1.57 (40.0)  1.18 (30.0)  2.95  (46.5)  0.50  SF‐200‐075 

KF 25 to 40  1.57 (40.0)  1.57 (40.0)  2.16 (34.5)  0.75  SF‐150‐100 

1.57 (40.0)  1.57 (40.0)  2.95  (46.5)  0.75  SF‐200‐100 

KF 40 to 50  1.50  1.57 (40.0)  2.16 (55.0)  2.95  (46.5)  0.75  SF‐200‐150 

   

               

1.00  

KF 16 to 40 

KF 16 to 50 

KF 25 to 50 

ADAPTER ‐ KF to KF  

Dimensions:  inches (mm) 
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KF FITTINGS 
CROSSES 

Material: 304 Stainless Steel FLANGE  TUBE OD  A 
WEIGHT 
(lbs.) 

PART NUMBER 

  KF 16  0.75  1.50  (38.1)  0.50  VF‐070‐SF 

KF 25  1.00  2.04  (51.8)  0.50  VF‐100‐SF 

KF 40   2.46  (62.5)  1.00  VF‐150‐SF 

3.23  (82.0)  2.00  VF‐200‐SF 

         

           

1.50  

KF 50  2.00 

4‐WAY CROSS ‐ KF 

Material: 304 Stainless Steel FLANGE  TUBE OD  A 
WEIGHT 

(lbs.) 
PART NUMBER 

  KF 16  0.75  1.50  (38.1)  0.50  VF‐5075‐SF 

KF 25  1.00  2.04  (51.8)  0.50  VF‐5100‐SF 

KF 40   2.46  (62.5)  1.00  VF‐5150‐SF 

3.23  (82.0)  2.00  VF‐5200‐SF 

         

           

1.50  

2.00 KF 50 

5‐WAY CROSS ‐ KF 

Material: 304 Stainless Steel FLANGE  TUBE OD  A 
WEIGHT 

(lbs.) 
PART NUMBER 

KF 16  0.75  1.50  (38.1)  0.50  VF‐6075‐SF 

KF 25  1.00  2.04  (51.8)  0.50  VF‐6100‐SF 

KF 40   1.50   2.46  (62.5)  1.00  VF‐6150‐SF 

KF 50  2.00  3.23  (82.0)  2.00  VF‐6200‐SF 

         

           

 

6‐WAY CROSS ‐ KF 

Dimensions:  inches (mm) 
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KF FITTINGS 
BELLOWS/HOSE/REDUCER 

Material: Stainless Steel FLANGE 
TUBE 
OD 

STATIC 
BEND 

RADIUS 
A  B 

SPRING 
RATE 

WEIGHT 
(lbs.) 

PART NUMBER 

 

KF 16  0.75  
2.00 

3.90 
(100.0) 

3.10 
(78.0) 

188     
lb./in.  1.00  VF‐075‐4‐SF 

2.00 
3.00 
(76.2) 

2.70 
(72.6) 

188     
lb./in.  1.00  VF‐075‐3‐SF 

1.00 
2.50 

3.90 
(100.0) 

3.10 
(78.0) 

115     
lb./in.  1.00  VF‐105‐4‐SF 

2.50 
3.00 
(76.2) 

2.90 
(74.0) 

115     
lb./in.  1.00  VF‐105‐3‐SF 

KF 40  1.50  3.50 
3.90 

(100.0) 
2.90 
(74.0) 

103     
lb./in.  1.00  VF‐155‐4‐SF 

KF 50  2.00  4.50 
3.90 

(100.0) 
3.10 
(78.0) 

146     
lb./in.  2.00  VF‐205‐4‐SF 

   

KF 25 

THIN WALL BELLOWS ‐ KF 

Material: Stainless Steel Flanges & PVC Tubing FLANGE  TUBE OD  A 
WEIGHT 
(lbs.) 

PART NUMBER 

 
KF 10  0.50  

24.00  (609.6)  0.50  PVC‐040‐24‐SF 

48.00  (1219.2)  1.00  PVC‐040‐48‐SF 

KF 16  0.75  
24.00  (609.6)  0.75  PVC‐075‐24‐SF 

48.00  (1219.2)  1.50  PVC‐075‐48‐SF 

KF 25  1.00  
24.00  (609.6)  1.00  PVC‐100‐24‐SF 

48.00  (1219.2)  2.00  PVC‐100‐48‐SF 

KF 40  1.50  
24.00  (609.6)  1.50  PVC‐150‐24‐SF 

48.00  (1219.2)  3.00  PVC‐150‐48‐SF 

KF 50  2.00  
24.00  (609.6)  3.00  PVC‐200‐24‐SF 

48.00  (1219.2)  6.00  PVC‐200‐48‐SF 

Custom lengths available upon request. 

FLEXIBLE PVC HOSES ‐ KF 

Material: 304 Stainless Steel FLANGE  A  B 
WEIGHT 
(lbs.) 

PART NUMBER 

  KF 40 to 63  1.75 (44.4)  1.37  (34.8)  1.50  SFR‐250‐150 

KF 40 to 80  1.75 (44.4)  1.37  (34.8)  3.00  SFR‐300‐150 

KF 50 to 63  1.87  (47.5)  2.50  SFR‐250‐200 

1.87  (47.5)  3.00  SFR‐300‐200 

KF 50 to 100  1.75 (44.4)  1.87  (47.5)  3.00  SFR‐400‐200 

           

1.75 (44.4) 

1.75 (44.4) KF 50 to 80 

REDUCER, ISO to KF 

Dimensions:  inches (mm) 
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ISO FLANGE SYSTEMS 
ISO (LARGE) FLANGES 

ISO (LARGE SPEED) FLANGES 

HunƟngton provides ISO Flanges in three different styles.  They 
are all made to ISO specificaƟons and are  interchangeable with 
other manufacturers’ ISO style flanges. 

Tapered flanges (not shown in catalog but available as special 
order) use a single clamp, similar to our KF style Small Speed 

Flanges, and are available for 2.5 through 8 inch size tube (63 
thru 200 mm). 

Clamp type flanges that uƟlize claw clamps are available for    
2.5 through 24 inch size tube (63 thru 630 mm).  Bolt type  
flanges are available for 2.5 through 20 inch size tube sizes (63 
thru 500 mm). 

VAC‐U‐FLANGE® 
CONFLAT®, CF,    

DEL‐SEAL 
0.75 ‐ 16.00  16 ‐ 400  10‐13  TORR  <450°C  OFE COPPER  UHV 

KF  KF, NW, QF  0.75 ‐ 2.00  16 ‐ 50  10‐8  TORR  <200°C  VITON®  ROUGHING 

ISO  ISO, QF, LF, MF  2.50 ‐ 24.00  250 ‐ 630  10‐8  TORR  <200°C  VITON®  HIGH VAC. 

HUNTINGTON 

FLANGE TYPE 
COMPATIBLE WITH 

TUBE SIZES  

(U.S.) 

TUBE SIZES  

(METRIC) 

VACUUM 

RANGE 

BAKE OUT 

RANGE 

GASKET  

MATERIAL 
APPLICATION 

FLANGE STYLES and APPLICATIONS 

ISO STYLE DOUBLE‐CLAW CLAMP 

SHOWN, SINGLE‐CLAW STYLE          

AVAILABLE.  BOLT FLANGES UTILIZE A 

THROUGH BOLT TO PROVIDE CLAMPING 

PRESSURE. 

WITH THE CLAMP ENGAGED, SEALING IS 

ACCOMPLISHED BY COMPRESSING THE O‐

RING SEAL AGAINST THE SEALING FACES OF 

THE FITTINGS.  THE CENTERING RING IS 

DESIGNED TO ALIGN THE FITTINGS AND 

PREVENT OVER COMPRESSION OF O‐RING 

SEAL.  THE MACHINED POCKET FOR 

CLAMPING RUNS THE CIRCUMFERENCE OF 

THE FLANGE ALLOWING FOR EASY     

PLACEMENT OF CLAMPS. 

Anatomy of the ISO Flange System 

ISO STYLE FITTING 

MACHINED POCKET      

ALLOWS FOR CLAMP    

ENGAGEMENT 

CENTERING RING FITS IN 

COUNTER‐BORE     

PROVIDING ALIGNMENT 

OF FITTINGS 

SEALING FACE 

O‐RING SEAL 
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ISO FLANGES 
CLAMP STYLE 

Dimensions:  inches (mm) 

Material: 304 Stainless Steel FLANGE  FLANGE  OD  A 
WEIGHT 
(lbs.) 

PART  NUMBER 

 

ISO 63  3.74  (95.00)  0.47  (11.90)  1.3  SF‐250‐B 

ISO 80  4.33  (110.0)  0.47  (11.90)  1.7  SF‐300‐B 

ISO 100  5.12  (130.0)  0.47  (11.90)  2.5  SF‐400‐B 

ISO 160  7.09  (180.0)  0.47  (11.90)  5.0  SF‐600‐B 

ISO 200  9.45  (240.0)  0.47  (11.90)  9.0  SF‐800‐B 

ISO 250  11.42  (290.0)  0.47  (11.90)  13.5  SF‐1000‐B 

ISO 320  14.57  (370.0)  0.67  (17.00)  31.5  SF‐1200‐B 

           

           

           

           

ISO FLANGE ‐ BLANK 

Material: 304 Stainless Steel FLANGE 
FLANGE 
OD  

TUBE 
SIZE 

A  ID  C 
WEIGHT 
(lbs.) 

PART    
NUMBER 

ISO 63 
3.74 
(95.0) 

2.5   
(63.5) 

0.47 
(11.9) 

2.37   
(60.0) 

0.22     
(5.5) 

0.50  SF‐250 

ISO 80 
4.33 

(110.0) 
3.0   

(76.2) 
0.47 
(11.9) 

2.87   
(73.0) 

0.22     
(5.5) 

0.75  SF‐300 

ISO 100 
5.12 

(130.0) 
4.0  

(102.0) 
0.47 
(11.9) 

3.87   
(98.0) 

0.22     
(5.5) 

1.00  SF‐400 

ISO 160 
7.09 

(180.0) 
6.0  

(152.0) 
0.47 
(11.9) 

5.83   
(148.0) 

0.22     
(5.5) 

1.50  SF‐600 

ISO 200 
9.45 

(240.0) 
8.0  

(203.0) 
0.47 
(11.9) 

7.76   
(197.0) 

0.22     
(5.5) 

2.00  SF‐800 

ISO 250 
11.42 
(290.0) 

10.0  
(254.0) 

0.47 
(11.9) 

9.76   
(248.0) 

0.22     
(5.5) 

3.00  SF‐1000 

ISO 320 
14.57 
(370.0) 

12.75  
(324.0) 

0.67   
(17.0) 

12.51   
(318.0) 

0.30     
(7.5) 

8.00  SF‐1275 

               

 

ISO FLANGE ‐ BORED 

Material: 304 Stainless Ring                   

w/Viton® Seal 
FLANGE  A  B 

WEIGHT 
(lbs.) 

PART  NUMBER 

ISO 63  2.63  (66.80)  0.15  (3.9)  1.0  CR‐250 

ISO 80  3.14  (79.76)  0.15  (3.9)  1.0  CR‐300 

ISO 100  3.89  (98.81)  0.15  (3.9)  1.0  CR‐400 

ISO 160  5.90  (149.9)  0.15  (3.9)  1.0  CR‐600 

ISO 200  8.26  (209.8)  0.15  (3.9)  1.0  CR‐800 

ISO 250  10.14  (257.6)  0.15  (3.9)  1.0  CR‐1000 

ISO 320  12.30  (312.4)  0.22  (5.6)  1.0  CR‐1200 

         

           

           

 

CENTERING RING ASSEMBLY ‐ ISO 
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ISO FLANGES 
BOLT / CLAMP  STYLE 

Material: ZA8 Alloy Clamps  
w/SS Hardware 

FLANGE  A  B  C 
WEIGHT 
(lbs.) 

PART   
NUMBER 

 

ISO 63  0.95  (24.13)  1.98  (50.3)  0.63  (16.0)  0.5  MC‐100 

ISO 80  0.95  (24.13)  1.98  (50.3)  0.63  (16.0)  0.5  MC‐100 

ISO 100  0.95  (24.13)  1.98  (50.3)  0.63  (16.0)  0.5  MC‐100 

ISO 160  1.10  (27.94)  2.05  (52.1)  0.80  (20.0)  0.5  MC‐200 

ISO 200  1.10  (27.94)  2.05  (52.1)  0.80  (20.0)  0.5  MC‐200 

ISO 250  1.10  (27.94)  2.05  (52.1)  0.80  (20.0)  0.5  MC‐200 

ISO 320 to 500  1.34  (34.04)  2.56  (65.0)  1.04  (26.0)  0.5  MC‐300 

Sold individually, includes items as shown.  Rule of thumb guide for quanƟty needed per flange: 

ISO 63 = 3 to 4  ISO 200 & 250 = 6 to 12     

ISO 80, 100 & 160 = 4 to 8     

             

ISO 320 & up = 8 to 12 

DOUBLE CLAW CLAMPS 

Dimensions:  inches (mm) 

VITON® Elastomer Rubber FLANGE 
O‐RING 
NUMBER 

A  B 
WEIGHT 
(lbs.) 

PART  NUMBER 

 

ISO 63  336  2.85  (72.39)  0.21  (5.3)  0.5  H‐2336 

ISO 80  340  3.35  (85.09)  0.21  (5.3)  0.5  H‐2340 

346  4.10  (104.1)  0.21  (5.3)  0.5  H‐2346 

361  5.98 (151.9)  0.21  (5.3)  0.5  H‐2361 

371  8.48  (215.4)  0.21  (5.3)  0.5  H‐2371 

ISO 250  378  10.48  (266.2)  0.21  (5.3)  0.5  H‐2378 

ISO 320  454  12.48  (317.0)  0.27  (7.0)  0.5  H‐2454 

           

             

             

             

ISO 160 

ISO 100 

ISO 200 

VITON® O‐RINGS ‐ ISO 

Material: ZA8 Alloy Clamps  
w/SS Hardware 

FLANGE  BOLT  A  B  C 
WEIGHT 
(lbs.) 

PART   
NUMBER 

 

ISO 63  M8  1.20  (30.4)  0.39  (9.91)  0.62  (15.75)  0.5  MC‐101‐M 

ISO 80  M8  1.20  (30.4)  0.39  (9.91)  0.62  (15.75)  0.5  MC‐101‐M 

ISO 100  M8  1.20  (30.4)  0.39  (9.91)  0.62  (15.75)  0.5  MC‐101‐M 

ISO 160  M10  1.25  (31.7)  0.39  (9.91)  0.80  (20.32)  0.5  MC‐201‐M 

ISO 200  M10  1.25  (31.7)  0.39  (9.91)  0.80  (20.32)  0.5  MC‐201‐M 

ISO 250  M10  1.25  (31.7)  0.39  (9.91)  0.80  (20.32)  0.5  MC‐201‐M 

ISO 320 to 500  M12  1.57  (40.0)  0.72  (18.3)  1.04  (26.42)  0.5  MC‐301‐M 

Sold individually, includes items as shown.  Rule of thumb guide for quanƟty needed per flange: 

ISO 63 = 3 to 4  ISO 200 & 250 = 6 to 12     

ISO 80, 100 & 160 = 4 to 8  ISO 320 & up = 8 to 12     

      

SINGLE CLAW CLAMPS 
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ISO FITTINGS 
NIPPLES 

Material: 304 Stainless Steel FLANGE  TUBE SIZE  A  ID 
WEIGHT 
(lbs.) 

PART  NUMBER 

 

ISO 63  2.50  4.00  (101.6)  2.37  (60.2)  1.0  VF‐253‐A‐SF1 

ISO 80   3.00  
3.41  (86.6)  2.87  (73.0)  1.5  VF‐303‐A‐SF 

3.94  (100.0)  2.87  (73.0)  1.5  VF‐303‐A‐SF1 

ISO 100   4.00  
5.12  (130.0)  3.87  (98.3)  2.0  VF‐403‐A‐SF 

3.94  (100.0)  3.87  (98.3)  1.8  VF‐403‐A‐SF1 

ISO 160  6.00  6.31 (160.3)  5.83  (148.0)  3.0  VF‐603‐A‐SF 

ISO 200  8.00  7.75  (196.9)  7.76  (197.0)  5.0  VF‐803‐A‐SF 

ISO 250  10.00  9.75  (247.7)  9.76  (248.0)  7.0  VF‐1003‐A‐SF 

ISO 320  12.00  10.87  (276.0)  12.42  (315.0)  14.5  VF‐1203‐A‐SF 

           

             

HALF NIPPLE ‐ CLAMP TYPE  

Material: 304 Stainless Steel FLANGE  TUBE SIZE  A  ID 
WEIGHT 
(lbs.) 

PART  NUMBER 

 

ISO 63  2.50  3.94  (100.0)  2.37  (60.2)  2.0  VF‐253‐A‐SFB 

ISO 80  3.00   3.94  (100.0)  2.87  (73.0)  2.5  VF‐303‐A‐SFB 

ISO 100  4.00   3.94  (100.0)  3.87  (98.3)  3.5  VF‐403‐A‐SFB 

ISO 160  6.00  3.94  (100.0)  5.83  (148.0)  7.0  VF‐603‐A‐SFB 

ISO 200  8.00  3.94  (100.0)  7.76  (197.0)  11.0  VF‐803‐A‐SFB 

ISO 250  10.00  3.94  (100.0)  9.76  (248.0)  14.0  VF‐1003‐A‐SFB 

ISO 320  12.00  3.94  (100.0)  12.42  (315.0)  26.5  VF‐1203‐A‐SFB 

           

             

             

             

HALF NIPPLE ‐ BOLT TYPE  

Material: 304 Stainless Steel FLANGE  TUBE SIZE  A  
WEIGHT 
(lbs.) 

PART  NUMBER 

 

ISO 63  2.50  8.00 (203.2)   2.0  VF‐253‐SF 

ISO 80  3.00   6.81  (173.0)   3.0  VF‐303‐SF 

ISO 100  4.00   10.25  (260.4)   4.0  VF‐403‐SF 

ISO 160  6.00  12.62  (320.6)   10.0  VF‐603‐SF 

ISO 200  8.00  15.50  (393.7)   12.0  VF‐803‐SF 

ISO 250  10.00  19.50  (495.3)   16.0  VF‐1003‐SF 

           

             

             

             

NIPPLE ‐ CLAMP STYLE 

Dimensions:  inches (mm) 
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ISO FITTINGS 
ELBOWS 

Material: 304 Stainless Steel FLANGE  TUBE SIZE  A  
WEIGHT 
(lbs.) 

PART  NUMBER 

 

ISO 63  2.50  4.00  (101.6)   2.0  VF‐252‐SF 

ISO 80  3.00   4.75  (120.6)   4.0  VF‐302‐SF 

ISO 100  4.00   6.25  (159.0)   6.0  VF‐402‐SF 

ISO 160  6.00  12.0  VF‐602‐SF 

           

             

             

             

             

             

             

9.25  (235.0)  

90° RADIUS ELBOWS 

Material: 304 Stainless Steel FLANGE  TUBE SIZE  A  
WEIGHT 
(lbs.) 

PART  NUMBER 

 

ISO 63  2.50  4.00  (101.6)   3.0  VF‐252M‐SF 

ISO 80  3.00   3.40  (86.36)   4.0  VF‐302M‐SF 

ISO 100  4.00   5.12  (130.0)   6.0  VF‐402M‐SF 

ISO 160  6.00  6.31  (160.3)   10.0  VF‐602M‐SF 

ISO 200  8.00  7.75  (196.9)   14.0  VF‐802M‐SF 

ISO 250  10.00  9.75  (247.7)   19.0  VF‐1002M‐SF 

           

           

             

             

             

90° MITERED ELBOWS 

Material: 304 Stainless Steel FLANGE  TUBE SIZE  A  
WEIGHT 
(lbs.) 

PART  NUMBER 

ISO 63  2.50  3.25 (82.55)   2.0  VF‐252‐45‐SF 

ISO 80  3.00   3.93  (99.82)   3.0  VF‐302‐45‐SF 

ISO 100  4.00   5.06  (128.5)   4.0  VF‐402‐45‐SF 

ISO 160  6.00  7.00  (177.8)   10.0  VF‐602‐45‐SF 

         

           

             

             

             

             

 

45° RADIUS ELBOWS 

Dimensions:  inches (mm) 
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ISO FITTINGS 
TEES/REDUCERS 

Material: 304 Stainless Steel FLANGE  TUBE SIZE  A  
WEIGHT 
(lbs.) 

PART  NUMBER 

 

ISO 63  2.50  3.25  (82.55)   3.0  VF‐251‐SF 

ISO 80  3.00   3.50  (88.90)   5.0  VF‐301‐SF 

ISO 100  4.00   4.12  (104.6)   8.0  VF‐401‐SF 

ISO 160  6.00  5.87  (149.1)   13.0  VF‐601‐SF 

ISO 200  8.00  7.25  (184.2)   18.0  VF‐801‐SF 

ISO 250  10.00  9.75 (247.7)   24.0  VF‐1001‐SF 

ISO 320  12.75  10.87 (276.1)   33.0  VF‐1201‐SF 

           

             

             

             

TEES 

Material: 304 Stainless Steel FLANGES  A  B 
WEIGHT 
(lbs.) 

PART  NUMBER 

 

ISO 80 to 63  3.50  (88.90)  2.37  (60.2)  3.5  SFCR‐300‐250 

ISO 100 to 63  7.50  (190.5)  2.37  (60.2)  5.0  SFCR‐400‐250 

ISO 100 to 80  5.50  (140.0)  2.87  (73.0)  4.5  SFCR‐400‐300 

ISO 160 to 80  7.50  (190.5)  2.87  (73.0)  5.0  SFCR‐600‐300 

ISO 160 to 100  5.50  (140.0)  3.83  (97.0)  4.5  SFCR‐600‐400 

         

           

           

           

         

             

 

ISO to ISO CONICAL REDUCERS 

Material: 304 Stainless Steel FLANGES  A  B 
WEIGHT 
(lbs.) 

PART  NUMBER 

ISO 63 to KF 40  5.40  (137.0)  1.37  (35.0)  1.5  SFCR‐250‐150 

ISO 80 to KF 40  7.40  (188.0)  1.37  (35.0)  3.0  SFCR‐300‐150 

ISO 63 to KF 50  3.40  (86.36)  1.87  (47.5)  2.5  SFCR‐250‐200 

ISO 80 to KF 50  5.40  (137.0)  1.87  (47.5)  3.0  SFCR‐300‐200 

ISO 100 to KF 50  9.40  (239.0)  1.87  (47.5)  4.0  SFCR‐400‐200 

         

           

           

           

           

 

ISO to KF CONICAL REDUCERS 

Dimensions:  inches (mm) 
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ISO FITTINGS 
CROSSES 

Material: 304 Stainless Steel FLANGE  TUBE SIZE  A  
WEIGHT 
(lbs.) 

PART  NUMBER 

 

ISO 63  2.50  3.25  (82.55)   6.0  VF‐250‐SF 

ISO 80  3.00   3.50  (88.90)   8.0  VF‐300‐SF 

ISO 100  4.00   4.12  (104.6)   10.0  VF‐400‐SF 

       

             

             

             

             

             

             

             

 

4‐WAY CROSSES ‐ TUBULAR 

Material: 304 Stainless Steel FLANGE  TUBE SIZE  A  
WEIGHT 
(lbs.) 

PART  NUMBER 

 

ISO 100  4.00   5.12  (130.0)   10.0  VF‐400S‐SF 

ISO 160  6.00  6.31  (160.3)   15.0  VF‐600S‐SF 

ISO 200  8.00  7.75  (196.9)   21.0  VF‐800S‐SF 

ISO 250  10.00  9.75  (247.7)   26.0  VF‐1000S‐SF 

ISO 320  12.75  10.87  (276.1)  45.0  VF‐1200S‐SF 

         

             

             

             

             

             

4‐WAY CROSSES ‐ SPHERICAL 

Material: 304 Stainless Steel FLANGE  TUBE SIZE  A  
WEIGHT 
(lbs.) 

PART  NUMBER 

ISO 63  2.50  3.25 (82.55)   8.0  VF‐5250‐SF 

ISO 80  3.00   3.50  (88.90)   10.0  VF‐5300‐SF 

ISO 100  4.00   4.12  (104.6)   12.0  VF‐5400‐SF 

         

         

           

             

             

             

             

 

5‐WAY CROSSES ‐ TUBULAR 

Dimensions:  inches (mm) 
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ISO FITTINGS 
CROSSES 

Material: 304 Stainless Steel FLANGE  TUBE SIZE  A  
WEIGHT 
(lbs.) 

PART  NUMBER 

 

ISO 100  4.00   5.12  (130.0)   12.0  VF‐5400S‐SF 

ISO 160  6.00  6.31  (160.3)   12.5  VF‐5600S‐SF 

ISO 200  8.00  7.75  (196.9)   22.0  VF‐5800S‐SF 

ISO 250  10.00  9.75  (247.7)   29.5  VF‐51000S‐SF 

ISO 320  12.75  10.87 (276.1)   57.0  VF‐51200S‐SF 

         

           

             

             

             

             

5‐WAY CROSSES ‐ SPHERICAL 
Dimensions:  inches (mm) 

Material: 304 Stainless Steel FLANGE  TUBE SIZE  A  
WEIGHT 
(lbs.) 

PART  NUMBER 

 

ISO 63  2.50  3.25  (82.50)   8.5  VF‐6250‐SF 

ISO 80  3.00   3.50  (89.00)   10.5  VF‐6300‐SF 

ISO 100  4.00   13.5  VF‐6400‐SF 

           

             

             

             

             

             

             

             

4.12  (104.6)  

6‐WAY CROSSES ‐ TUBULAR 

Material: 304 Stainless Steel FLANGE  TUBE SIZE  A  
WEIGHT 
(lbs.) 

PART  NUMBER 

 

ISO 100  4.00   5.12  (130.0)   13.0  VF‐6400S‐SF 

ISO 160  6.00  6.31  (160.3)   15.5  VF‐6600S‐SF 

ISO 200  8.00  7.75  (196.9)   23.0  VF‐6800S‐SF 

ISO 250  10.00  9.75  (247.7)   32.5  VF‐61000S‐SF 

ISO 320  12.75  10.87 (276.1)  77.0  VF‐61200S‐SF 

         

             

             

             

             

6‐WAY CROSSES ‐ SPHERICAL 
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HYBRID ADAPTERS 
CF, KF and ISO 

HunƟngton offers a wide range of adapters for all of our    
various styles of flanges and fiƫngs.  More than just a        
reducer or adapter flange of the same style or type,      
Hybrid Adapters offer a way to adapt components to a 
wide variety of flanges and fiƫngs with dissimilar           
geometries.   

For UHV applicaƟons use VAC‐U‐FLANGE® to Swagelok® or 
VCR® fiƫngs.  All other styles use an O‐ring seal so are  
limited to high vacuum installaƟons. 

 VAC‐U‐FLANGE® rated to 1 x 10‐13 Torr 

 SPEED SYSTEM rated to 1 x 10‐8 Torr 

 Bake Out Range: <450°C for VAC‐U‐FLANGE®,   
<200°C for SPEED SYSTEM (O‐ring style) 

 Custom configuraƟons available upon request, 
please call 800‐227‐8059 for quote 

 

Material: 304 Stainless Steel DESCRIPTION 
WEIGHT 
(lbs.) 

PART  NUMBER 

One 1/8” NPT Hole in center of 1 
1/3” Flange  1.0  133‐000‐1/8‐F 

One 1/4” NPT Hole in center of 1 
1/3” Flange  1.0  133‐000‐1/4‐F 

One 1/8” NPT Hole in center of 2 
3/4” Flange  1.0  275‐000‐1/8‐F 

One 1/4” NPT Hole in center of 2 
3/4” Flange  1.0  275‐000‐1/4‐F 

           

             

 

FEMALE NPT to VAC‐U‐FLANGE® ‐ CENTER 

Material: 304 Stainless Steel DESCRIPTION 
WEIGHT 
(lbs.) 

PART  NUMBER 

 

One 1/8” NPT Hole in edge of 2 
3/4” Flange  1.0  275‐150‐D‐1H 

Two 1/8” NPT Holes in edge of 2 
3/4” Flange,  

located 120° apart 
1.0  275‐150‐D‐2H 

       

             

             

 Single port model shown.  Need more ports?  Please call for quote. 

FEMALE NPT to VAC‐U‐FLANGE® ‐ EDGE 

Material: 304 Stainless Steel FLANGE  DESCRIPTION  A 
WEIGHT 
(lbs.) 

PART  NUMBER 

 

1 1/3” 
1/8” NPT Thread  2.16  0.75  133‐000‐1/8 
1/4” NPT Thread  2.16  0.75  133‐000‐1/4 
1/8” NPT Thread  2.29  1.00  275‐000‐1/8 
1/4” NPT Thread  2.29  1.00  275‐000‐1/4 
1/2” NPT Thread  3.25  1.00  275‐000‐1/2 

         

           

           

           

2 3/4” 

MALE NPT to VAC‐U‐FLANGE®   

Dimensions:  inches (mm) 
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HYBRID ADAPTERS 
CF, KF and ISO 

Material: 304 Stainless Steel FLANGE  A  B 
WEIGHT 
(lbs.) 

PART  NUMBER 

 

KF 16 to 1.33 VAC‐U‐FLANGE®  2.08 (53.0)  0.68 (17.3)  0.5  SF‐075‐133 

KF 16 to 2.75 VAC‐U‐FLANGE®  1.78 (45.0)  0.68 (17.3)  0.5  SF‐075‐275 

KF 25 to 2.75 VAC‐U‐FLANGE®  1.78 (45.0)  0.87 (22.0)  1.0  SF‐100‐275 

KF 25 to 3.37 VAC‐U‐FLANGE®  1.78 (45.0)  0.87 (22.0)  1.0  SF‐100‐337 

KF 25 to 4.50 VAC‐U‐FLANGE®  1.78 (45.0)  0.87 (22.0)  2.5  SF‐100‐450 

KF 40 to 2.75 VAC‐U‐FLANGE®  1.78 (45.0)  1.37 (35.0)  1.0  SF‐150‐275 

KF 40 to 3.37 VAC‐U‐FLANGE®  1.78 (45.0)  1.37 (35.0)  1.0  SF‐150‐337 

KF 40 to 4.50 VAC‐U‐FLANGE®  1.78 (45.0)  1.37 (35.0)  1.0  SF‐150‐450 

KF 50 to 2.75 VAC‐U‐FLANGE®  1.78 (45.0)  1.37 (35.0)  2.0  SF‐200‐275 

KF 50 to 3.37 VAC‐U‐FLANGE®  1.78 (45.0)  1.87 (47.5)  2.0  SF‐200‐337 

KF 50 to 4.50 VAC‐U‐FLANGE®  1.95 (49.5)  1.87 (47.5)  3.0  SF‐200‐450 

KF to VAC‐U‐FLANGE®   

Material: 304 Stainless Steel VCR Size  FLANGE  A 
WEIGHT 
(lbs.) 

PART  NUMBER 

1/4”  

1 1/3” VAC‐U‐FLANGE®  1.36  (34.5)  0.25  133‐25‐MVCR 

2 3/4” VAC‐U‐FLANGE®  1.36  (34.5)  1.00  275‐25‐MVCR 

KF 16  1.40  (35.6)  0.25  SF‐075‐25‐MVCR 

KF 25  1.40  (35.6)  0.25  SF‐100‐25‐MVCR 

KF 40  1.40  (35.6)  0.25  SF‐150‐25‐MVCR 

KF 50  1.40  (35.6)  0.25  SF‐200‐25‐MVCR 

1/2”    

1 1/3” VAC‐U‐FLANGE®  1.55  (39.4)  0.25  133‐50‐MVCR 

2 3/4” VAC‐U‐FLANGE®  1.55  (39.4)  1.00  275‐50‐MVCR 

KF 25  1.60  (40.6)  0.50  SF‐100‐50‐MVCR 

KF 40  1.60  (40.6)  0.50  SF‐150‐50‐MVCR 

KF 50  1.60  (40.6)  0.50  SF‐200‐50‐MVCR 

 

KF, VAC‐U‐FLANGE® to MALE VCR ADAPTER 

Dimensions:  inches (mm) 

Material: 304 Stainless Steel FLANGE  DESCRIPTION  A 
WEIGHT 
(lbs.) 

PART  NUMBER 

1 1/3”  

1/4” SWAGELOK   1.37  0.5  133‐25‐SWG 

3/8” SWAGELOK   1.53  0.5  133‐37‐SWG 

1/2” SWAGELOK   1.67  0.5  133‐50‐SWG 

2 3/4” 

1/4” SWAGELOK   1.58  1.0  275‐25‐SWG 

3/8” SWAGELOK   1.69  1.0  275‐37‐SWG 

1/2” SWAGELOK   1.83  1.0  275‐50‐SWG 

         

           

 

VAC‐U‐FLANGE® to SWAGELOK® ADAPTERS 
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HYBRID ADAPTERS 
CF, KF and ISO 

Material: 304 Stainless Steel FLANGE  HOSE  A  B  C  D 
WEIGHT 
(lbs.) 

PART         
NUMBER 

 

KF 10  1/2”  1.26 (32.0)  0.37 (9.4)  0.50 (12.7)  1.02 (26.0)  0.25  SF‐040‐PVC 

KF 16  1/2”  1.26 (32.0)  0.37 (9.4)  0.50 (12.7)  1.02 (26.0)  0.25  SF‐050‐PVC 

KF 16  3/4”  1.26 (32.0)  0.62 (15.7)  0.75 (19.0)  1.06 (27.0)  0.25  SF‐075‐PVC 

KF 25  1”  1.50 (38.0)  0.75 (19.0)  1.00 (25.4)  1.02 (26.0)  0.25  SF‐100‐PVC 

KF 40  1 1/2”  1.97 (50.0)  1.25 (31.7)  1.50 (38.0)  1.50 (38.0)  0.25  SF‐150‐PVC 

KF 50  2”  2.17 (55.0)  1.75 (44.4)  2.00 (51.0)  1.61 (41.0)  0.25  SF‐200‐PVC 

               

KF to PVC HOSE ADAPTER 

Material: 304 Stainless Steel FLANGE  HOSE  A  B 
WEIGHT 
(lbs.) 

PART    NUMBER 

 

KF 10  1/2”  1.53  (39.0)  0.510  (12.9)  .50  SF‐040‐050‐KM 

KF 16  

1/4”  1.46  (37.0)  0.255    (6.5)  .50  SF‐075‐025‐KM 
1/2”  1.53  (39.0)  0.510  (12.9)  .50  SF‐075‐050‐KM 
3/4”  1.77  (45.9)  0.760  (19.3)  .50  SF‐075‐075‐KM 

KF 25  

1/2”  1.53  (39.0)  0.510  (12.9)  .50  SF‐100‐050‐KM 
3/4”  1.77  (45.9)  0.760  (19.3)  .50  SF‐100‐075‐KM 

1”  2.03  (51.5)  1.010  (25.6)  1.0  SF‐100‐100‐KM 

KF 40  

1/2”  1.53  (39.0)  0.510  (12.9)  .50  SF‐150‐050‐KM 
3/4”  1.77  (45.9)  0.760  (19.3)  .50  SF‐150‐075‐KM 

1”  2.03  (51.5)  1.010  (25.6)  1.0  SF‐150‐100‐KM 

1 1/8”  2.15  (54.6)  1.138  (28.8)  1.0  SF‐150‐112‐KM 

1 1/2”  2.65  (67.3)  1.510  (38.4)  1.0  SF‐150‐150‐KM 
3/4”  1.77  (45.9)  0.760  (19.3)  .50  SF‐200‐075‐KM 

1”  2.03  (51.5)  1.010  (25.6)  1.0  SF‐200‐100‐KM 

1 1/8”  2.15  (54.6)  1.138  (28.8)  1.0  SF‐200‐112‐KM 

1 1/2”  2.65  (67.3)  1.510  (38.4)  1.0  SF‐200‐150‐KM 

2”  2.77  (70.3)  2.010  (51.1)  1.0  SF‐200‐200‐KM 

KF 50  

KF to QUICK COUPLING ADAPTER 

Dimensions:  inches (mm) 

Material: Aluminum 6061‐T6 FLANGE  HOSE  A  
WEIGHT 
(lbs.) 

PART       
NUMBER 

KF 16  1/2” or 
5/8”  1.65 (42.0)   0.25  RTA‐050 

KF 16  5/8” or 
3/4”  1.65 (42.0)   0.25  RTA‐075 

KF 25  3/4” or 
7/8”  1.73 (44.0)  0.25  RTA‐100 

KF 40  11/2” or 1 
5/8”  2.17 (55.0)  0.25  RTA‐150 

KF 50  11/2” or 1 
5/8”  2.17 (55.0)  0.25  RTA‐200 

         

             

             

 

B 

0.37 (9.4) 

0.60 (15.2) 

0.72 (18.2) 

C 

0.62 (15.9) 

0.75 (19.0) 

0.87 (22.2) 

1.62 (41.1) 

1.62 (41.1) 

 

 

 

1.36 (34.5) 

1.36 (34.5) 

 

KF to RUBBER HOSE 
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NOTES 
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NOTES 
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